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This European Technical Assessment is issued by the Technical Assessment Body in its official
language. Translations of this European Technical Assessment in other languages shall fully
correspond to the original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means,
shall be in full. However, partial reproduction may only be made with the written consent of the issuing
Technical Assessment Body. Any partial reproduction has to be identified as such.
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Specific part

1.

Technical description of the product

The fastening screws for sandwich panels ESPS-6-Z, ESPS-6-P, ESPS-6-SP, ESPS-6-B,
ESPS-12-Z, ESPS-12-P, ESPS-12-SP, ESPS-12-B, ESPS-20-Z, ESPS-20-P, ESPS-20-SP,
ESPS-CS2-Z, ESPS-CS2-P, ESPS-CS2-SP, ESTS-0A-Z, ESTS-0A-S are a self-drilling and
self-tapping screws listed in Table 1. Screws are completed with a steel or aluminum washer
and an EPDM sealing ring. Screws can be completed with linear steel washer ELW-Z
or ELW-S or saddle washer ESW. For details see the Annexes 2 to 97.

The fastening screw for sandwich panels and the corresponding connections are subject to
tension and shear forces.

Table 1
No. Screw Material Annex
1 ESPS-6-Z galvanized carbon steel with 2 12 ym of zinc coating 2t07
2 ESPS-6-P galvanized carbon steel with PREMIUM coating 81013
3 ESPS-6-SP galvanized carbon steel with SUPER PREMIUM coating 14 t0 19
4 ESPS-6-B stainless steel (bi-metal) 20to 25
5 ESPS-12-Z galvanized carbon steel with 2 12 uym of zinc coating 26 to 31
6 ESPS-12-P galvanized carbon steel with PREMIUM coating 321037
7 ESPS-12-SP galvanized carbon steel with SUPER PREMIUM coating 38 to 43
8 ESPS-12-B stainless steel (bi-metal) 44 to 49
9 ESPS-20-Z galvanized carbon stee! with = 12 pm of zinc coating 50 to 55
10 ESPS-20-P galvanized carbon steel with PREMIUM coating 56 to 61
11 ESPS-20-SP galvanized carbon steel with SUPER PREMIUM coating 62 to 67
12 ESPS-CS2-Z galvanized carbon steel with 2 12 ym of zinc coating 68 to 73
13 ESPS-CS2-P galvanized carbon steel with PREMIUM coating 741079
14 ESPS-CS2-SP galvanized carbon steel with SUPER PREMIUM coating 80 to 85
15 ESTS-0A-Z galvanized carbon steel with = 12 pm of zinc coating 86 to 91
16 ESTS-0A-S galvanized stainless steel 92 to 97

Specification of the intended use in accordance with the applicable European
Assessment Document (EAD)

The fastening screws for sandwich panels are intended to be used for fastening sandwich
panels to steel or timber substructures. For details see the Annexes 2 to 97. The component
to be fastened is component | and the supporting structure is component Il. The sandwich
panel can either be used as wall or roof cladding or as load bearing wall and roof element.

The intended use comprises fastening screws and connections for indoor and outdoor
applications. Fastening screws which are intended to be used in external environments with
= C2 corrosion according to the standard EN ISO 12944-2 are made of stainless steel.

Furthermore the intended use comprises connections with predominantly static loads (e.g.
wind loads, dead loads).

Example of execution of a connections are given in Annex 1.

The provisions made in this European Technical Assessment are based on an assumed
working life of the fasteners of 25 years. The indications given on the working life cannot be
interpreted as a guarantee given by the producer or Technical Assessment Body, but are to
be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.
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3.

3.1.

3.1.1.

3.1.2.

3.2.

Performances of the product and references to the methods used for their
assessment

Performance of the product
Mechanical resistance and stability (BWR 1)

The characteristic values of the shear resistance of connections and tension resistance of
connections with the fasteners as well as the maximum head displacement are given in
Annex 2 to 97. The values were determined by tests according to EAD 330047-01-0602.

The design values shall be determined according to Annex 98 and EAD 330047-01-0602.
For the corrosion protection the rules given in EN 1993-1-3 and EN 1993-1-4 shall be taken
into account.

Safety in case of fire (BWR 2)

The fastening screws are considered to satisfy the requirements of performance class A1 of
reaction to fire, in accordance with the provisions of the EC Decision 96/603/EC (as
amended) without the need for testing on the basis of its listing in that decision.

Methods used for the assessment
The assessment of the products has been made in accordance with EAD 330047-01-0602.

Assessment and verification of constancy of performance (AVCP) system applied,
with reference to its legal base

According to EC Decision 1998/214/EC, amended by 2001/596/EC, of the European
Commission the system 2+ of assessment and verification of constancy of performance
applies (see Annex V to regulation (EU) No 305/2011).

Technical details necessary for the implementation of the AVCP system, as provided
for in the applicable European Assessment Document (EAD)

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited at the Instytut Techniki Budowlane;.

For type testing the results of the tests performed as part of the assessment for the
European Technical Assessment shall be used unless there are changes in the production
line or plant. In such cases the necessary type testing has to be agreed between Instytut
Techniki Budowlanej and the notified body.

Issued in Warsaw on 29/12/2020 by Instytut Techniki Budowlanej

Anna Panek, MSc/
Deputy Director of ITB
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Examples of execution of a connections

tNJ

Outer face (top platc)

Component I
Sandwich panel
D

Component II
metal supporting structure

to

D

Sandwich panel

Component I

S BOES

Core

Component I
timber supporting structure

T

Y

u - head displacement [mm]

Shear

Bending of fastener

Tension due to thermal expansion

Fastening screws for sandwich panels Annex 1

of European
Example of execution of a connections. Loading conditions Technical Assessment
ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pym)

Washer: 219, Z22, 725, 7229 — carbon steel washer

530

with EPDM ring =
Componentl:  S280GD, $320GD or S350GD — EN 10346 6,30 o —
Component Il $235 — EN 10025-1 @J
$280GD, $320GD or S350GD — EN 10346
28 11,00
*a 2020
Drilling capacity: Tltnz + 1) 6 mm , 2190002
Timber substructures
no performance assessed
tn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
= 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99
> 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,60 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81
= 0,50 3,10 3,10 4,10 4,14 4,14
E 0,55 3,10 3,10 4,10 4,14 4,14
Z 0,60 3,10 3,10 4,10 4,14 4,14
8 0,63 3,10 3,10 4,10 5,10 5,10
Z 0,70 3,10 3,10 4,10 5,50 5,50
S 0,75 3,10 3,10 4,10 7,70 7,70
z 0,88 3,10 3,10 4,10 7,70 7,70
1,00 3,10 3,10 4,10 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7
. B 40 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1,2 1,2 1,2 1,2
g 5 60 1,4 1,4 1,4 1,4 1,4
83 o 70 1,6 1,6 1,6 1,6 1,6
268 8F 80 18 18 18 1,8 1,8
o he e
sgtE 90 2,1 2.1 2,1 2,1 2,1
§ 3 100 2,3 2,3 2.3 23 2,3
<3 110 25 2,5 2,5 2,5 2,5
§ § 120 2,8 2,8 2,8 2,8 2,8
© 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3.2 3,2 3,2
Fastening screws for sandwich panels Annex 2

Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer

219, 222, 725 or 229

of European
Technical Assessment
ETA-16/0734
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Materials .
Fastener: carbon steel — SAE1022, quenched, tempered - \/
and coated: galvanized (12 pm)
Washer: 219, 7222, 725, Z29 - carbon steel washer with ] A
EPDM ring S " 3
Linear washer: ELW-Z made of carbon steel — Ro> =200 MPa T d -
and galvanized min. 200 g/m® m
ELW-S made of stainless steel A2 — EN ISO _
3506 ] N P
Component I: $280GD, S320GD or S350GD — EN 10346 %E -
Component Il: ~ $235 — EN 10025-1 g
S$280GD, S320GD or S350GD — EN 10346 =
Drilling capacity: S(tno + 1) <6 mm g«j
Timber substructures
no performance assessed
22,00
tni [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
] 0,63 1,72 1,72 1,72 1,72 1,72
g 0,70 1,99 1,99 1,99 1,99 1,99
Ef 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 7,78 7,78
T 0,50 3,10 3,10 4,10 7,78 7,78
E 0,55 3,10 3,10 4,10 7,78 7,78
Z 0,60 3,10 3,10 4,10 7,78 7,78
:C} 0,63 3,10 3,10 4,10 7,78 7,78
g 0,70 3,10 3,10 4,10 7,78 7,78
‘—;: 0,75 3,10 3,10 4,10 7,78 7,78
z 0,88 3,10 3,10 4,10 7,78 7,78
1,00 3,10 3,10 4,10 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7
. © 40 0.9 0,9 0,9 0,9 0,9
°8 50 1,2 1,2 1,2 1.2 1,2
é 5 60 14 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6
28 ¢E 80 1,8 1,8 1,8 1,8 1,8
o P ¥ e
sg2= 90 21 2,1 2,1 2,1 21
§ =0 100 2,3 2,3 2,3 2,3 2,3
< 'g 110 25 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 3

Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer

219, 7222, 725 or Z29 and linear washer ELW-Z or ELW-S

of European
Technical Assessment
ETA-16/0734
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Materials W
Fastener: carbon steel — SAE1022, quenched,

tempered and coated: galvanized (12 pm) i
Washer: 219, Z22, Z25, Z29 - carbon steel washer =

with EPDM ring .

Saddle washer: ESW made of aluminum L . )/
Componentl:  $280GD, $320GD or $S350GD — EN 10346 el 2 - —
Componentll: ~ $235 — EN 10025-1 \
$280GD, $320GD or $350GD — EN 10346 = \ .
Drilling capacity: (v +tn)<Bmm > @@/ u
Timber substructures « D
no performance assessed
tnn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
= 0,60 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90
Z 0,70 1,99 1,99 1,99 1,99 1,99
e 0,75 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
T 0,50 3,10 3,10 4,10 8,07 8,07
E 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 410 8,07 8,07
& 0,63 3,10 3,10 4,10 8,07 8,07
z 0,70 3,10 3,10 4,10 8,07 8,07
e 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0,7 0,7 0,7 0,7 0,7
5 40 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1,2 1,2 1,2 1,2
g 5 60 1,4 1,4 1,4 1,4 1,4
g3 o 70 1,6 1,6 1,6 16 1,6
?:;§ PRy 80 1,8 1,8 1,8 1,8 1,8
S g E £ 90 2.1 2,1 2,1 2,1 2.1
o~ 100 2,3 2,3 2,3 23 2,3
€3 110 2,5 2,5 2,5 25 2,5
82 120 2,8 2,8 2,8 2,8 2,8
€3 130 3,0 3.0 3.0 3.0 3.0
2140 3,2 32 3.2 3,2 3.2
Fastening screws for sandwich panels Annex 4
Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer of European
719, 722, 725 or Z29 and saddle washer ESW Technical Assessment
ETA-16/0734
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pym)
Washer: Z16 — carbon steel washer with EPDM ring
Componenti:  S280GD, S320GD or S350GD - EN 10346 630
Componentll:  $235 ~EN 10025-1
$280GD, $320GD or S350GD ~ EN 10346 s
Drilling capacity: It + ) <6 mm %
R S
Timber substructures o B
no performance assessed 55002  p=t
(s
yaEl
ta [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
Z 0,60 1,72 1,72 1,72 1,72 1,72
.,'C:J 0,63 1,90 1,90 1,90 1,90 1,90
g’ 0,70 1,99 1,99 1,99 1,99 1,99
'Ef 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40
T 0,50 2,53 2,53 2,53 2,53 2,53
£ 0,55 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 2,77 2,77 2,77 2,77
s 0,63 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,89 2,89 2,89 2,89
E 0,75 2,89 2,89 2,89 2,89 2,89
z 0,88 2,89 2,89 2,89 2,89 2,89
1,00 3,10 3,10 4,10 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7
: O 40 0,9 0,9 0,9 0,9 0,9
<8 50 1.2 1,2 1.2 1,2 12
é 5 60 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6
§§ ol 80 1,8 1,8 1,8 1,8 1,8
5 g E £ 90 2.1 2,1 2.1 2,1 2,1
’§ 2% 100 2,3 2,3 2,3 2,3 2,3
<3 110 2,5 2,5 2,5 2,5 2,5
§ :’% 120 2,8 2,8 2,8 2,8 2,8
© 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 5

Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer Z16

of European
Technical Assessment
ETA-16/0734
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Materials T
Fastener: carbon steel — SAE1022, quenched, tempered ] \\_,/
and coated: galvanized (12 um)
Washer: 216 — carbon steel washer with EPDM ring ] n
Linear washer: ELW-Z made of carbon steel — Ro> 2 200 MPa §T§“&
and galvanized min. 200 g/m? =
ELW-S made of stainless steel A2 — EN ISO j
3506 e
Component I: S$280GD, $320GD or S350GD - EN 10346 :§ - \_,V
Component ll:  $235 — EN 10025-1 Coer
$280GD, $320GD or S350GD — EN 10346 %
Drilling capacity: I(tnz + ty) < 6 mm =
o172
Timber substructures j
no performance assessed
22,00
tn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
g 0,50 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72
Z 0,60 1,72 1,72 1,72 1,72 1,72
ks 0,63 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99
Ef 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
€ 0,50 3,10 3,10 4,10 8,07 8,07
E 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 4,10 8,07 8,07
k<] 0,63 3,10 3,10 4,10 8,07 8,07
g 0,70 3,10 3,10 4,10 8,07 8,07
E 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0,7 0,7 0,7 0,7 0,7
58 40 0.9 0,9 0,9 0,9 0,9
=g 50 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1.4
3% @ 70 1,6 1,6 1,6 1,6 1,6
S5CE 80 1,8 1,8 1,8 1,8 1,8
o fx g
T g g ) 90 2.1 2,1 2,1 2,1 2,1
E o* 100 2,3 2,3 2,3 2,3 2,3
< 110 2,5 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8
ES 130 3.0 3.0 3,0 3.0 3.0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 6

Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer Z16
and linear washer ELW-Z or ELW-S

of European
Technical Assessment
ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Washer: 216 — carbon steel washer with EPDM ring

Saddle washer: ESW made of aluminum

W

Component!:  S280GD, S320GD or S350GD — EN 10346 Z\ )/
Componentll:  $235 — EN 10025-1 <] - —
$280GD, $320GD or S350GD — EN 10346
Drilling capacity: T(tne + 1)) <6 mm E @ th
Timber substructures
no performance assessed C(\ D
tnn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
= 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
5 0,63 1,90 1,90 1,90 1,90 1,90
3 0,70 1,99 1,99 1,99 1,99 1,99
e 0,75 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
= 0,50 3,10 3,10 410 8,07 8,07
£ 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 4,10 8,07 8,07
S 0,63 3,10 3,10 4,10 8,07 8,07
z 0,70 3,10 3,10 4,10 8,07 8,07
5 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 410 8,07 8,07
30 0,7 0,7 0,7 0,7 0.7
- B 40 0,9 0,9 0,9 0,9 0,9
c8 50 1,2 1,2 1,2 1,2 12
E 5 60 1.4 1,4 1.4 1,4 1.4
g2 70 1,6 1,6 1,6 1,6 1,6
288F 80 1,8 1,8 18 1,8 1,8
» P2 e
558 E 90 2,1 2.1 2,1 2,1 2,1
3 2¥ 100 23 23 2,3 2,3 2,3
<5 110 2,5 2,5 25 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8
€3 130 3,0 3.0 3,0 3,0 3,0
2140 3.2 3.2 32 32 3,2
Fastening screws for sandwich panels Annex 7

Self-drilling screws ESPS-6-Z 6,3/5,5xL with hexagon head and washer Z16

and saddle washer ESW

of European
Technical Assessment
ETA-16/0734
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Materials -8
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with '
PREMIUM coating il
Washer: A19, A22, A25, A29 — aluminum washer with "=
EPDM ring 630 _f=i—T
Component I S280GD, S320GD or S350GD - EN 10346 _
Component |l:  $235 —EN 10025-1 =
$280GD, $320GD or $350GD — EN 10346 =S
= -] T
Drilling capacity: T(tnz + ty) <6 mm ‘%» N 219.005%
) G—
Timber substructures e BT
no performance assessed 5500, 5L
=y
<{ﬁ g8
[-+]
tan [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
z 0,60 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81
T 0,50 3,10 3,10 4,10 4,14 4,14
£ 0,55 3,10 3,10 4,10 4,14 4,14
2z 0,60 3,10 3,10 4,10 4,14 4,14
,§ 0,63 3,10 3,10 4,10 5,10 5,10
z 0,70 3,10 3,10 4,10 5,50 5,50
= 0,75 3,10 3,10 4,10 7,70 7,70
d 0,88 3,10 3,10 4,10 7,70 7,70
1,00 3,10 3,10 4,10 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7
=2 40 0,9 0,9 0.9 0,9 0,9
=8 50 1,2 1,2 1,2 1,2 1,2
g» 5 60 14 1,4 1,4 1,4 1,4
23 o 70 1,6 1,6 1,6 1,6 1,6
25eF 80 1,8 1,8 1,8 1,8 1,8
£ £ S E 90 2,1 2,1 2,1 2,1 2,1
8 o= 100 2,3 23 23 23 2,3
<35 110 2,5 2,5 2,5 2,5 2,5
§ :,; 120 2,8 2,8 2,8 2,8 2,8
° 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 8

Self-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A19, A22, A25 or A29
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Materials AT
Fastener: carbon steel — SAE1022, quenched, tempered - S
and coated: galvanized with PREMIUM
coating ]
Washer: A19, A22, A25, A29 — aluminum washer with i& ~ (
EPDM ring e \
Linear washer:  ELW-Z made of carbon steel - Ro 2 200 MPa e S \
and galvanized min. 200 g/m® o
ELW-S made of stainless steel A2 — EN ISO P
3506 ] ~ \_ 1
Component | $280GD, 8320GD or S350GD — EN 10346 o -
Component ll: ~ $235 — EN 10025-1 =
$280GD, S320GD or S350GD — EN 10346 g
Drilling capacity: I(tnz +ty) <6 mm =
Timber substructures @
no performance assessed
22,00
tnn [mm] 2,00 2,50 3.00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
c 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
,_;j 0,60 1,72 1,72 1,72 1,72 1,72
s 0,63 1,72 1,72 1,72 1,72 1,72
g 0,70 1,99 1,99 1,99 1,99 1,99
'_;: 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 7,78 7,78
T 0,50 3,10 3,10 410 7,78 7,78
£ 0,55 3,10 3,10 4,10 7,78 7,78
z 0,60 3,10 3,10 4,10 7,78 7,78
S 0,63 3,10 3,10 4,10 7,78 7,78
g 0,70 3,10 3,10 4,10 7,78 7,78
E 0,75 3,10 3,10 4,10 7,78 7,78
z 0,88 3,10 3,10 4,10 7,78 7,78
1,00 3,10 3,10 4,10 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7
. © 40 0,9 0,9 0,9 0,9 0,9
°8 50 1.2 1,2 1.2 1.2 1.2
é 5 60 14 14 14 14 1,4
g% 0 70 1,6 1,6 1,6 1,6 1,6
28CF 80 1,8 1,8 1,8 1,8 1,8
L
S 5 _‘é = 90 2,1 2,1 2,1 2,1 2,1
§ g)"’ 100 2,3 2,3 2,3 2,3 2,3
< 'g 110 2,5 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3.0 3.0 3.0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 9

Self-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A19, A22, A25 or A29 and linear washer ELW-Z or ELW-S
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Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating
Washer: A19, A22, A25, A29 - aluminum washer with \
EPDM ring )(/'“
Saddle washer: ESW made of aluminum 4
Component |: S$280GD, S320GD or $350GD ~ EN 10346 A"-] T —~
Component ll: 8235 - EN 10025-1 ! = D
S280GD, S320GD or S350GD — EN 10346 ? (, N
Drilling capacity: Z(tnz + ty) <6 mm > @ w
Timber substructures Q D
no performance assessed —
tn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
E 0,50 1,72 1,72 1,72 1,72 1,72
3 0,55 1,72 1,72 1,72 1,72 1,72
% 0,60 1,72 1,72 1,72 1,72 1,72
.§ 0,63 1,90 1,90 1,90 1,90 1,90
;z_" 0,70 1,99 1,99 1,99 1,99 1,99
- 0,75 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
= 0,50 3,10 3,10 4,10 8,07 8,07
£ 0,55 3,10 3,10 4,10 8,07 8,07
z 0,60 3,10 3,10 4,10 8,07 8,07
§ 0,63 3,10 3,10 4,10 8,07 8,07
g 0,70 3,10 3,10 4,10 8,07 8,07
'E 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 410 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0,7 0,7 0,7 0,7 0,7
. O 40 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1,2 1,2 1,2 1,2
é 5 60 14 14 1,4 1,4 1,4
8% @ 70 1,6 1,6 1,6 1,6 1,6
%5 g 80 1,8 1.8 1.8 1.8 1,8
S g E E 90 2,1 2,1 2,1 2.1 2,1
§ o 100 2,3 2,3 2,3 2,3 2,3
< 'g 110 2,5 2,5 2,5 2,5 2,5
é % 120 2,8 2,8 2,8 2,8 2,8
o 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 3.2 3,2 3,2
Fastening screws for sandwich panels Annex 10

Self-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A19, A22, A25 or A29 and saddle washer ESW
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Self-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A16

Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating
Washer: A16 — aluminum washer with EPDM ring
Componentl:  $280GD, S320GD or S350GD - EN 10346 6,30 ]
Component ll:  S235 - EN 10025-1 5
S$280GD, S320GD or S350GD - EN 10346 -
= as
= 2 20
Drilling capacity: I(tnz + ) <6 mm = 16.00 020
P
Timber substructures o i;_'
no performance assessed 5,50 44 ;fJ
=
i 5
<«
ta [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72
z2 0,60 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99
‘;j 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40
T 0,50 2,53 2,53 2,53 2,53 2,53
E 0,55 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 2,77 2,77 2,77 2,77
k-] 0,63 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,89 2,89 2,89 2,89
E 0,75 2,89 2,89 2,89 2,89 2,89
Zz 0,88 2,89 2,89 2,89 2,89 2,89
1,00 3,10 3,10 4,10 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7
] 40 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1.2 1.2 1.2 1.2
g 5 60 1,4 1,4 1,4 1,4 14
g2 P 70 1,6 1,6 1,6 1,6 1,6
§;§ °F 80 1,8 1,8 1,8 1,8 1,8
B g E £ 90 2,1 2,1 2.1 2.1 2.1
§ 2% 100 2,3 2,3 2,3 2,3 2,3
<3 110 2,5 2,5 2,5 2,5 2,5
32 120 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 11
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Materials I
Fastener: carbon steel — SAE1022, quenched, tempered -] \_/
and coated: galvanized with PREMIUM
coating 8
Washer: A16 — aluminum washer with EPDM ring SIE“% » @
Linear washer: ELW-Z made of carbon steel — Ry, 2 200 MPa S
and galvanized min. 200 g/m? B
ELW-S made of stainless steel A2 — EN ISO J p——
3506 Ll -~ 1~
Component I: $280GD, $320GD or S350GD — EN 10346 é
Componentll:  $235 - EN 10025-1 :
$280GD, $320GD or S350GD — EN 10346 =
Drilling capacity: Z(tnz +ty) 6 mm
Timber substructures
no performance assessed 2200
tnn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
,2- 0,60 1,72 1,72 1,72 1,72 1,72
k] 0,63 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
T 0,50 3,10 3,10 4,10 8,07 8,07
E 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 4,10 8,07 8,07
8 0,63 3,10 3,10 4,10 8,07 8,07
g 0,70 3,10 3,10 4,10 8,07 8,07
‘E 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0,7 0,7 0,7 0,7 0,7
=T 40 0,9 0,9 0,9 0,9 0.9
ié, s 50 1,2 1,2 1,2 1,2 1,2
GEJ 5 60 1,4 1,4 1,4 1,4 1,4
8% ® 70 1,6 1,6 1,6 1,6 1,6
—ggg o 80 1,8 1,8 1,8 18 1,8
S g E £ 90 2,1 2,1 2,1 2,1 2,1
§ o* 100 2,3 2,3 2,3 2,3 2,3
<9 110 2,5 2,5 2,5 2,5 2,5
53 120 2,8 2,8 2.8 2,8 2.8
ES 130 3.0 3,0 3,0 3.0 3.0
2140 3.2 3.2 3.2 3.2 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A16 and linear washer ELW-Z or ELW-S

Annex 12
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Materials
Fastener:

Washer:

Saddle washer:
Component I:

Component li:

carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating

A16 — aluminum washer with EPDM ring

ESW made of aluminum
S$280GD, S320GD or S350GD —EN 10346

$235 - EN 10025-1
$280GD, S$320GD or S350GD — EN 10346

Drilling capacity:

Z(th + t||) <6 mm

Timber substructures

no performance assessed

N

V=M

@

t0 [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
& 0,63 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 410 8,07 8,07
T 0,50 3,10 3,10 4,10 8,07 8,07
£ 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 410 8,07 8,07
8 0,63 3,10 3,10 4,10 8,07 8,07
z 0,70 3,10 3,10 4,10 8,07 8,07
e 0,75 3,10 3,10 4,10 8,07 8,07
d 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0.7 0,7 0,7 0,7 0,7
=T 40 0,9 0,9 0,9 0,9 0,9
=g 50 1,2 1,2 1,2 1,2 1,2
é 5 60 14 14 14 14 1,4
T 9 70 1,6 1,6 1,6 1,6 1,6
§;§ oF 80 18 18 1,8 1,8 1.8
S g j:é £ 90 2.1 2.1 2.1 2.1 2.1
?‘; o= 100 2,3 2.3 2.3 2.3 2.3
<3 110 2,5 25 2,5 25 2,5
s 8 120 2,8 2,8 2,8 2,8 2,8
ES 130 3.0 3.0 3.0 3.0 3.0
2140 32 32 32 32 3.2

Fastening screws for sandwich panels Annex 13

Seilf-drilling screws ESPS-6-P 6,3/5,5xL with hexagon head and washer
A16 and saddie washer ESW

of European
Technical Assessment
ETA-16/0734




Page 18 of European Technical Assessment ETA-16/0734, issued on 29/12/2020

Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $19, 822, $25, 529 - stainless steel washer

with EPDM ring

Component I $280GD, S320GD or S350GD — EN 10346

Component ll:  $235 - EN 10025-1

S$280GD, 8320GD or $350GD — EN 10346

6,30

5,30

22
Drilling capacity: Z(tnz + ) <6 mm - 219,000}
Timber substructures =
no performance assessed 5.50 05, ;
tni [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
c 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99
e 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 - 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81
T 0,50 3,10 3,10 4,10 4,14 4,14
E 0,55 3,10 3,10 4,10 4,14 4,14
z 0,60 3,10 3,10 4,10 4,14 4,14
k] 0,63 3,10 3,10 4,10 5,10 5,10
Z 0,70 3,10 3,10 4,10 5,50 5,50
- 0,75 3,10 3,10 4,10 7.70 7.70
z 0,88 3,10 3,10 410 7,70 7,70
1,00 3,10 3,10 4,10 7.78 7,78
30 0.7 0,7 0,7 0,7 0,7
LT 40 0.9 0.9 0,9 0,9 0,9
<8 50 1,2 1,2 12 1,2 1,2
g» 5 60 14 14 14 1.4 1,4
8=, 70 1,6 1,6 1,6 1,6 1,6
£58F 80 18 18 18 18 18
@ P2 e
sgS& 90 2.1 2,1 2,1 2,1 2,1
§ S 100 2,3 2,3 2,3 2,3 2,3
<5 110 25 2,5 2,5 2,5 2,5
538 120 2,8 2,8 2.8 2.8 2,8
E3 130 3,0 3,0 3.0 3,0 3,0
2140 32 3.2 3.2 3.2 3,2
Fastening screws for sandwich panels Annex 14

Self-drilling screws ESPS-6-SP 6,3/5,5xL. with hexagon head and washer
819, 822, S25 or S29
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Materials

Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with SUPER
PREMIUM coating

Washer: 819, 822, S25, S29 — stainless steel washer

with EPDM ring Zjl‘

Linear washer: ELW-Z made of carbon steel — Ro> 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO

7
‘
: A \% E’% j
_

2120
ot ————

@‘

3506 - R
Component I: S280GD, S320GD or S350GD — EN 10346 %
Component Il:  $235 — EN 10025-1 =
$S280GD, $320GD or S350GD — EN 10346 ﬁ
Drilling capacity: I(tne + i) <6 mm Jf
Timber substructures 3
no performance assessed
22,00
t [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72
= 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
ks 0,63 1,72 1,72 1,72 1,72 1,72
z 0,70 1,99 1,99 1,99 1,99 1,99
> 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 7.78 7.78
T 0,50 3,10 3,10 4,10 7,78 7.78
£ 0,55 3,10 3,10 4,10 7,78 7,78
z 0,60 3,10 3,10 4,10 7,78 7,78
S 0,63 3,10 3,10 4,10 7.78 7.78
z 0,70 3,10 3,10 4,10 7.78 7,78
> 0,75 3,10 3,10 4,10 7,78 7.78
z 0,88 3,10 3,10 4,10 7,78 7,78
1,00 3,10 3,10 4,10 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7
. T 40 0,9 0,9 0,9 0,9 0,9
c8 50 1.2 1.2 1.2 1.2 1.2
é 5 60 1,4 1,4 1,4 1,4 1,4
T 70 1,6 1,6 1,6 1,6 1.6
‘—;;§ g 80 1,8 1,8 1,8 1,8 1,8
2 < S E 90 2,1 2,1 2.1 2.1 2,1
8 95 100 2,3 2,3 2,3 2,3 2,3
<3 110 2,5 2,5 2,5 2,5 2,5
E § 120 2,8 2,8 2,8 2,8 2,8
° 130 3,0 3,0 3,0 3,0 3,0
2140 3.2 32 32 3.2 3,2
Fastening screws for sandwich panels Annex 15

Self-drilling screws ESPS-6-SP 6,3/5,5xL with hexagon head and washer

$19, S22, S25 or S29 and linear washer ELW-Z or ELW-S
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: 819, S22, 825, 829 - stainless steel washer

with EPDM ring

Saddle washer: ESW made of aluminum
Component I: S$280GD, $320GD or S350GD —~ EN 10346

Component ll: $235—EN 10025-1

$280GD, $320GDor S350GD — EN 10346

Drilling capacity:

Z(th + t||) <6 mm

Timber substructures
no performance assessed

tan [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 1,72 1,72 1,72 1,72

8 0,63 1,90 1,90 1,90 1,90 1,90

z 0,70 1,99 1,99 1,99 1,99 1,99

5 0,75 2,69 2,69 2,69 2,69 2,69

b3 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10

0,40 3,10 3,10 4,10 8,07 8,07

T 0,50 3,10 3,10 4,10 8,07 8,07

£ 0,55 3,10 3,10 4,10 8,07 8,07

Z 0,60 3,10 3,10 4,10 8,07 8,07

k] 0,63 3,10 3,10 4,10 8,07 8,07

z 0,70 3,10 3,10 4,10 8,07 8,07

< 0,75 3,10 3,10 4,10 8,07 8,07

=z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07

30 0,7 0,7 0,7 0,7 0.7

. B 40 0,9 0,9 0,9 0,9 0,9
] 50 1,2 1,2 1,2 1,2 1,2
é 5 60 14 1,4 1,4 14 14
83 o 70 1,6 1,6 1,6 1,6 1,6
a8CE 80 1,8 1,8 1,8 1,8 1.8

@ $xXE
SsSE 90 2.1 2,1 2,1 2.1 2,1
g o® 100 2,3 2,3 2,3 2.3 2,3
<35 110 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3.0 3.0 3.0 3.0
2140 3,2 3.2 3,2 32 3,2
Fastening screws for sandwich panels Annex 16

Self-drilling screws ESPS-6-SP 6,3/5,5xL with hexagon head and washer
S$19, 8§22, 825 or $29 and saddle washer ESW
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $16 — stainless steel washer with EPDM ring
Componentl:  S280GD, S320GD or S350GD — EN 10346 630
Component ll:  $235 - EN 10025-1
S280GD, $320GD or S350GD — EN 10346
= 5 &
R B 16,0072
Drilling capacity: T(to +ty) <6 mm ‘% 0
Timber substructures o &9
no performance assessed 59004 :/:
o
VIE
tng [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40
T 0,50 2,53 2,53 2,53 2,53 2,53
E 0,55 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 2,77 2,77 2,77 2,77
8 0,63 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,89 2,89 2,89 2,89
= 0,75 2,89 2,89 2,89 2,89 2,89
4 0,88 2,89 2,89 2,89 2,89 2,89
1,00 3,10 3,10 4,10 4,27 4,27
30 0.7 0,7 0,7 0,7 0,7
. T 40 0,9 0,9 0,9 0,9 0,9
28 50 1.2 1,2 1,2 1,2 1,2
g 5 60 1,4 1,4 1,4 1,4 14
83 o 70 1,6 1,6 1,6 1,6 1,6
%ggg 80 1,8 1,8 1,8 1,8 1,8
5538 £ 90 21 2,1 2,1 2,1 2,1
g ¥ 100 2.3 2,3 2,3 2,3 2,3
<3 110 25 2,5 2.5 2.5 2,5
52 120 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3.0 3.0 3.0 3.0
2140 32 32 32 3.2 3,2
Fastening screws for sandwich panels Annex 17

Self-drilling screws ESPS-6-SP 6,3/5,5xL with hexagon head and washer

516
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Self-drilling screws ESPS-6-SP 6,3/5,5xL with hexagon head and washer
$16 and linear washer ELW-Z or ELW-S

Materials 1
Fastener: carbon steel — SAE1022, quenched, tempered -] \/
and coated: galvanized with SUPER
PREMIUM coating ]
Washer: $16 - stainless steel washer with EPDM ring cﬁ ~
Linear washer: ELW-Z made of carbon steel — R 2 200 MPa = s = \
and galvanized min. 200 g/m? f
ELW-S made of stainless steel A2~ EN ISO
3506 L
Component [: $280GD, $320GD or S350GD — EN 10346 ’g - \’/
Prad
Component ll:  $235 ~ EN 10025-1 =
$280GD, S320GD or S350GD — EN 10346 féf
Drilling capacity: Z(tnz + ty) < 6 mm ;;%
Timber substructures ﬁ
no performance assessed
22,00
ty [Mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
€ 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
§ 0,63 1,90 1,80 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 410 8,07 8,07
T 0,50 3,10 3,10 4,10 8,07 8,07
£ 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 4,10 8,07 8,07
ks 0,63 3,10 3,10 4,10 8,07 8,07
g 0,70 3,10 3,10 4,10 8,07 8,07
E 0,75 3,10 3,10 4,10 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0,7 0,7 0,7 0,7 0,7
. @ 40 0,9 0,9 0,9 0,9 0,9
=8 50 1,2 1,2 1,2 1,2 1,2
65 60 1,4 1,4 1,4 1.4 1,4
§'§ 2 70 1,6 1,6 1,6 1,6 1.6
2G2F 80 1,8 1,8 1.8 1,8 1,8
@ D= e
S g .% L= 90 2.1 2,1 2,1 21 2.1
'§ g>“‘ 100 2,3 2,3. 2,3 2,3 2,3
< ‘g 110 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2.8 2,8 2,8 2,8
ES 130 3,0 3,0 3.0 3.0 3,0
2140 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 18
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Materials

Fastener: carbon steel — SAE1022, quenched,

tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: 816 — stainless steel washer with EPDM ring
Saddle washer: ESW made of aluminum
Component I: S$280GD, S320GD or S350GD - EN 10346

Componentll:  $235 - EN 10025-1 L iy
$280GD, $320GD or S350GD — EN 10346
Drilling capacity: vz +ty) <6 mm i ]
Timber substructures q D
no performance assessed
tnn [mm] 2,00 2,50 3,00 4,00 5,00
0,40 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90
Z 0,70 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10
0,40 3,10 3,10 4,10 8,07 8,07
T 0,50 3,10 3,10 4,10 8,07 8,07
E 0,55 3,10 3,10 4,10 8,07 8,07
Z 0,60 3,10 3,10 4,10 8,07 8,07
S 0,63 3,10 3,10 4,10 8,07 8,07
3 0,70 3,10 3,10 4,10 8,07 8,07
= 0,75 3,10 3,10 410 8,07 8,07
z 0,88 3,10 3,10 4,10 8,07 8,07
1,00 3,10 3,10 4,10 8,07 8,07
30 0.7 0,7 0,7 0,7 0,7
. 40 0,9 0,9 0,9 0,9 0,9
<8 50 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 14
83 70 1,6 1,6 1,6 1,6 1,6
28 oF 80 1.8 1,8 1,8 1,8 1,8
B P2 e
S5 & 90 2.1 2,1 2,1 2,1 2,1
§ ¥ 100 2,3 2.3 2,3 2,3 2,3
<3 110 2,5 2,5 2,5 2,5 2,5
83 120 2.8 2,8 2,8 2,8 2,8
€3 130 3.0 3.0 3.0 3.0 3.0
>140 32 3.2 3.2 32 3,2
Fastening screws for sandwich panels Annex 19

Self-drilling screws ESPS-6-SP 6,3/5,5xL with hexagon head and washer
S16 and saddle washer ESW

of European
Technical Assessment
ETA-16/0734




Page 24 of European Technical Assessment ETA-16/0734, issued on 29/12/2020

Materials §
Fastener: stainless steel — SAE304 (bi-metal)
Washer: $19, 822, 825, S29 — stainless steel washer
with EPDM ring
Componentl:  S$280GD, $320GD or S350GD ~ EN 10346 630 ﬁ¢ S_
Componentll: ~ $235— EN 10025-1 ' == 7\
$280GD, S320GD or S350GD — EN 10346 ¥
§_ § 11,00
T 0,20
Drilling capacity: Z(tny + ) <6 mm 219,000
Timber substructures o
no performance assessed 5,50 004
t [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
c 0,50 1,39 1,39 1,39 1,39 1,39
E 0,55 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39
s 0,63 1,39 1,39 1,39 1,39 1,39
z 0,70 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83
> 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 2,13 2,13 2,90 2,90 2,90
= 0,50 2,13 2,13 3,86 4,16 4,16
E 0,55 2,13 2,13 3,86 4,16 4,16
Z 0,60 2,13 2,13 3,86 4,16 4,16
k] 0,63 2,13 2,13 3,86 4,16 4,16
z 0,70 2,13 2,13 3,86 5,71 5,71
e 0,75 2,13 2,13 3,86 5,71 5,71
z 0,38 2,13 2,13 3,86 5,71 5,71
1,00 2,13 2,13 3,86 6,43 6,43
30 4,5 3,6 3,0 2,3 2,1
: B 40 6,0 4,8 40 3,0 2,8
8 50 7,5 6.0 5.0 3,8 35
g 5 60 9,0 7,2 6,0 4,5 42
g2 2 70 10,5 8,4 7,0 5,3 4,9
S2&8QF 80 12,0 9,6 8,0 6,0 56
L2.3E 90 135 10,8 9,0 6.8 6.3
3 o= 100 15,0 12,0 10,0 7.5 7.0
<5 110 16,5 13,2 11,0 8,3 7,7
53 120 18,0 14,4 12,0 9,0 8,4
E3 130 19,5 15,6 13,0 9,8 9,1
2140 21,0 16,8 14,0 10,5 9,8
Fastening screws for sandwich panels Annex 20

Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer

S$19, S22, S25 or S29
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Materials AT
Fastener: stainless steel — SAE304 (bi-metal) \‘///
Washer: 819, S22, S25, S29 — stainless steel washer - -
with EPDM ring &
Linear washer:  ELW-S made of stainless steel A2 - EN ISO 8-1_ ] D;D "
3506 g =
NI !
Component I: S280GD, S320GD or S350GD — EN 10346 = \/
Componentll:  S235-EN 10025-1 .
$280GD, $320GD or S350GD ~ EN 10346 = T~
Drilling capacity: Z(tna + ) <6 mm é
=
Timber substructures %
no performance assessed lgﬁ:
Y
22,00
o [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
= 0,50 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39
g‘ 0,60 1,39 1,39 1,39 1,39 1,39
é 0,63 1,39 1,39 1,39 1,39 1,39
g' 0,70 1,83 1,83 1,83 1,83 1,83
E{ 0,75 1,83 1,83 1,83 1,83 1,83
> 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 2,13 2,13 3,86 6,43 6,43
T 0,50 2,13 2,13 3,86 6,43 6,43
£ 0,55 2,13 2,13 3,86 6,43 6,43
2 0,60 2,13 2,13 3,86 6,43 6,43
.,§ 0,63 2,13 2,13 3,86 6,43 6,43
g 0,70 2,13 2,13 3,86 6,43 6,43
E 0,75 2,13 2,13 3,86 6,43 6,43
z 0,88 2,13 2,13 3,86 6,43 6,43
1,00 2,13 2,13 3,86 6,43 6,43
30 4,5 3,6 3,0 2,3 2,1
] 40 6,0 4,8 4,0 3,0 2,8
28 50 75 6,0 5,0 3.8 35
é 5 60 9,0 7,2 6,0 45 4.2
2 _g » 70 10,5 8,4 7,0 5,3 4.9
S5¢F 80 12,0 9.6 8,0 6,0 5,6
Lc3E 90 13,5 10,8 9.0 6.8 6,3
g ga"c" 100 15,0 12,0 10,0 7.5 7,0
= 'g 110 16,5 13,2 11,0 8,3 7,7
é § 120 18,0 14,4 12,0 9,0 8,4
° 130 19,5 15,6 13,0 9,8 9,1
2140 21,0 16,8 14,0 10,5 9,8
Fastening screws for sandwich panels Annex 21
Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer of European

S19, S22, S25 or $29 and linear washer ELW-S
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Materials
Fastener: stainless steel — SAE304 (bi-metal)
Washer: $19, $22, S25, S29 - stainless steel washer

with EPDM ring

Saddle washer: ESW made of aluminum
Component [; $280GD, $320GD or S350GD ~ EN 10346

Component ll: 5235 — EN 10025-1 4_]

S$280GD, $320GD or S350GD - EN 10346

Drilling capacity: Z(tne + ) <6 mm

Timber substructures
no performance assessed

v-M

tui [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
g 0,50 1,39 1,39 1,39 1,39 1,39
E 0,55 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39
8 0,63 1,39 1,39 1,39 1,39 1,39
z 0,70 1,83 1,83 1,83 1,83 1,83
~ 0,75 1,83 1,83 1,83 1,83 1,83
= 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 2,13 2,13 3,86 6,43 6,43
= 0,50 2,13 2,13 3,86 6,43 6,43
E 0,55 2,13 2,13 3,86 6,43 6,43
Z 0,60 2,13 2,13 3,86 6,43 6,43
5 0,63 2,13 2,13 3,86 6,43 6,43
Z 0,70 2,13 2,13 3,86 6,43 6,43
= 0,75 2,13 2,13 3,86 6,43 6,43
z 0,88 2,13 2,13 3,86 6,43 6,43
1,00 2,13 213 3,86 6,43 6,43
30 45 3,6 3,0 2,3 2.1
- B 40 6,0 4,8 4,0 3,0 238
Z8 50 75 6,0 5,0 3,8 3.5
é 5 60 9,0 7,2 6,0 45 42
g3 o 70 10,5 8,4 7,0 5,3 4,9
a8 QF 80 12,0 9,6 8,0 6,0 56
2 g 3E 90 13,5 10,8 9,0 6,8 6.3
g o 100 15,0 12,0 10,0 75 7.0
<3 110 16,5 13,2 11,0 8,3 7.7
32 120 18,0 14,4 12,0 9,0 8,4
ES 130 19,5 15,6 13,0 9.8 9.1
2140 21,0 16,8 14,0 10,5 9,8

Fastening screws for sandwich panels Annex 22

Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer
S19, S22, 825 or S29 and saddle washer ESW
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Materials

Fastener: stainless steel — SAE304 (bi-metal)

Washer: 516 — stainless steel washer with EPDM ring

Component I: $280GD, $320GD or S350GD — EN 10346

Component fl: 8235 — EN 10025-1 6,30
$280GD, S320GD or S350GD — EN 10346

Drilling capacity: Z(tnz + ) <6 mm

Timber substructures

no performance assessed 5,50 g4

5,30

tan [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39
& 0,63 1,39 1,39 1,39 1,39 1,39
3 0,70 1,83 1,83 1,83 1,83 1,83
E 0,75 1,83 1,83 1,83 1,83 1,83
> 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 1,43 1,43 1,43 1,43 1,43
T 0,50 2,13 2,13 2,39 2,39 2,39
E 0,55 2,13 2,13 2,39 2,39 2,39
z 0,60 2,13 2,13 2,87 2,87 2,87
S 0,63 2,13 2,13 2,87 2,87 2,87
z 0,70 2,13 2,13 3,16 3,16 3,16
e 0,75 2,13 2,13 3,16 3,16 3,16
z 0,88 2,13 2,13 3,16 3,16 3,16
1,00 213 2,13 3,86 4,34 4,34
30 45 3,6 3,0 2.3 21
- B 40 6,0 48 4,0 3,0 2,8
S8 50 75 6.0 50 38 35
é 5 60 9,0 72 6,0 45 4,2
S g 70 10,5 8,4 7,0 5,3 49
2G2F 80 12,0 9,6 8,0 6,0 5,6
2 g 3 E ) 13,5 10,8 9.0 6.8 6,3
3 95 100 15,0 12,0 10,0 75 7.0
<5 110 16,5 13,2 11,0 8.3 7.7
38 120 18,0 14,4 12,0 9,0 8.4
E3 130 19,5 15,6 13,0 0.8 9.1
2140 21,0 16,8 14,0 10,5 9.8

Fastening screws for sandwich panels Annex 23

Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer

516

of European
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Materials
Fastener: stainless steel — SAE304 (bi-metal)
Washer: 816 — stainless steel washer with EPDM ring

Linear washer: ELW-S made of stainless steel A2 — EN ISO

21,20
——

3506 © W
Component | $280GD, S320GD or S350GD — EN 10346 = f
Component ll:  $235—-EN 10025-1 —
° $280GD, $320GD or $350GD — EN 10346 =) e \/ e
=
Drilling capacity: Z(tnz + ty) <6 mm g
Lo
Timber substructures :%
no performance assessed g
:Z
22,00
tay [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39
E 0,55 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39
ks 0,63 1,39 1,39 1,39 1,39 1,39
Z 0,70 1,83 1,83 1,83 1,83 1,83
E_ 0,75 1,83 1,83 1,83 1,83 1,83
> 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 2,13 2,13 3,86 6,43 6,43
T 0,50 2,13 2,13 3,86 6,43 6,43
£ 0,55 2,13 2,13 3,86 6,43 6,43
Z 0,60 2,13 2,13 3,86 6,43 6,43
S 0,63 2,13 2,13 3,86 6,43 6,43
4 0,70 2,13 2,13 3,86 6,43 6,43
E 0,75 2,13 2,13 3,86 6,43 6,43
z 0,88 2,13 2,13 3,86 6,43 6,43
1,00 2,13 2,13 3,86 6,43 6,43
30 45 3,6 3,0 2,3 2,1
. 40 6,0 48 4,0 3,0 2,8
8 50 7.5 6,0 5,0 3,8 35
é 5 60 9,0 7.2 6,0 45 42
8324 70 10,5 8,4 7.0 53 49
£5é¢ 80 12,0 9,6 8,0 6,0 5,6
2 g 3 E 90 13,5 10,8 9,0 6.8 6,3
§ 95 100 15,0 12,0 10,0 7,5 7,0
£ 110 16,5 13,2 11,0 8,3 7,7
58 120 18,0 14,4 12,0 9,0 8,4
ES 130 195 15,6 13,0 9,8 9.1
2140 21,0 16,8 14,0 10,5 9,8
Fastening screws for sandwich panels Annex 24

Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer

S16 and linear washer ELW-S
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Materials
Fastener: stainless steel — SAE304 (bi-metal)
Washer: $16 - stainless steel washer with EPDM ring

Saddle washer: ESW made of aluminum

Component [: $280GD, S320GD or S350GD ~ EN 10346 \(‘/
Component ll:  S235 - EN 10025-1 ZA -~
$280GD, S$320GDor S350GD — EN 10346 T -1 —~
{
Drilling capacity: Z(tne + 1) <6 mm i @ i
Timber substructures
no performance assessed q D
N
tan [mm] 2,00 2,50 3,00 4,00 5,00
0,40 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39
8 0,63 1,39 1,39 1,39 1,39 1,39
3 0,70 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83
< 0,88 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73
0,40 2,13 2,13 3,86 6,43 6,43
= 0,50 2,13 2,13 3,86 6,43 6,43
E 0,55 2,13 2,13 3,86 6,43 6,43
Z 0,60 2,13 2,13 3,86 6,43 6,43
8 0,63 2,13 2,13 3,86 6,43 6,43
Zz 0,70 2,13 2,13 3,86 6,43 6,43
E_ 0,75 2,13 2,13 3,86 6,43 6,43
z 0,88 2,13 2,13 3,86 6,43 6,43
1,00 2,13 2,13 3,86 6,43 6,43
30 4,5 3,6 3,0 2,3 2,1
=T 40 6,0 4,8 4,0 3,0 2,8
<8 50 7.5 6,0 5,0 3,8 3,5
é 5 60 9,0 7.2 6,0 45 4.2
83 a 70 10,5 8,4 7,0 5,3 4,9
S§eE 80 12,0 9,6 8,0 6,0 56
2 £ S E 90 13,5 10,8 9,0 6.8 6,3
3 o 100 15,0 12,0 10,0 75 7.0
<73 110 16,5 13,2 11,0 8,3 7,7
38 120 18,0 14,4 12,0 9,0 8.4
E3 130 19,5 15,6 13,0 9,8 9,1
2140 21,0 16,8 14,0 10,5 9,8
Fastening screws for sandwich panels Annex 25

Self-drilling screws ESPS-6-B 6,3/5,5xL with hexagon head and washer

S16 and saddle washer ESW
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5,30

Materials
Fastener: carbon steel - SAE1022, quenched,
tempered and coated: galvanized (12 ym)

Washer: Z19, Z22, 725, Z29 — carbon steel washer Jj I

with EPDM ring 1~ V=
Component I: $280GD, S320GD or S350GD — EN 10346 6,30 s —
Componentll: 5235 - EN 10025-1 _ @
$280GD, $320GDor $S350GD ~ EN 10346 % 12
11,00
Drilling capacity: St + t4) < 12 mm l | 210005
Timber substructures
no performance assessed
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
s 0,50 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,80 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
Eﬁ 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81 1,81
= 0,50 4,14 4,14 4,14 4,14 4,14 4,14
E 0,55 4,14 4,14 4,14 4,14 4,14 4,14
Z 0,60 4,14 4,14 4,14 4,14 4,14 414
8 0,63 5,10 5,10 5,10 5,10 5,10 5,10
z 0,70 5,50 5,50 5,50 5,50 5,50 5,50
“E_ 0,75 7,70 7,70 7,70 7,70 7,70 7,70
z 0,88 7,70 7,70 7,70 7,70 7,70 7,70
1,00 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7
. O 40 0,9 0,9 0,9 0,9 0,9 0,9
g 50 1.2 12 1.2 1.2 1.2 1,2
g g 60 1,4 1,4 1,4 14 1,4 1,4
83 2 70 1,6 1,6 1,6 1,6 1,6 1,6
7:;5 Ry 80 1,8 1,8 1,8 1,8 1,8 1,8
5 g E £ 90 2,1 2,1 2,1 2,1 2,1 2,1
§ o> 100 2,3 2,3 2,3 2,3 2,3 2,3
<5 110 2,5 2,5 2,5 2,5 2,5 2,5
?é :);’ 120 2,8 2,8 2,8 2,8 2,8 2,8
) 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 32 3.2 3,2 3,2
Fastening screws for sandwich panels Annex 26
Self-drilling screws ESPS-12-Z 6,3/5,5xL with hexagon head and washer of European
719, Z22, 725 or Z29 Technical Assessment
ETA-16/0734
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Materials T
Fastener: carbon steel — SAE1022, quenched, tempered -] \\_,/
and coated: galvanized (12 ym)
Washer: 219, 222, 725, Z29 — carbon steel washer with ]
EPDM ring z Zl @
Linear washer: ELW-Z made of carbon steel — Ry, = 200 MPa 2T = ¥
and galvanized min. 200 g/m? et -
ELW-S made of stainless steel A2 — EN ISO u f
3506 J—
Component |: $280GD, S320GD or S350GD - EN 10346 - \\,/
Component ll: 8235 -EN 100251
$280GD, $320GD or S350GD — EN 10346
Drilling capacity: Ztne + ) <12 mm
Timber substructures
no performance assessed
ta [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
s 0,50 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90
:z: 0,70 1,99 1,99 1,99 1,99 1,99 1,99
Ef 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,78 7,78 7,78 7,78 7,78 7,78
= 0,50 7,78 7,78 7,78 7,78 7,78 7,78
= 0,55 7,78 7,78 7,78 7,78 7,78 7,78
3 0,60 7,78 7,78 7,78 7,78 7,78 7,78
:0_' 0,63 7,78 7,78 7,78 7,78 7,78 7,78
g 0,70 7,78 7,78 7,78 7,78 7,78 7,78
E 0,75 7,78 7,78 7,78 7,78 7,78 7,78
=z 0,88 7,78 7,78 7,78 7,78 7,78 7,78
1,00 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7
- B 40 0,9 0,9 0,9 0,9 0,9 0,9
S8 50 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 14 1,4 1.4 1,4 1,4 14
g2 @ 70 1,6 1,6 1,6 1,6 1,6 1,6
?:;5 oF 80 1.8 1.8 1.8 1.8 1.8 1,8
S g E £ 90 2,1 2,1 2,1 2,1 2,1 2,1
§ = 100 2,3 2,3 2,3 2,3 2,3 2,3
<% 110 2,5 2,5 2,5 2,5 2,5 2,5
32 120 2,8 2,8 2,8 2,8 2,8 2,8
S 130 3,0 3.0 3.0 3.0 3.0 30
2140 3,2 3,2 3,2 3,2 3,2 3,2
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Materials

Fastener: carbon steel — SAE1022, quenched, W
tempered and coated: galvanized (12 ym)

Washer: 219, 222, 725, 729 - carbon steel washer -
with EPDM ring Ja :

Saddle washer: ESW made of aluminum
Component I: $280GD, $320GD or S350GD — EN 10346 Z
A

i

i

ComponentIl:  $235 — EN 10025-1 \'-!
$280GD, $320GD or S350GD — EN 10346 %

Drilling capacity: Z(twe + ) < 12 mm i n
Timber substructures
no performance assessed ‘ JD
tayn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72
= 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 10,14 10,14 10,14 10,14
T 0,50 7,93 7.93 10,90 10,90 10,90 10,90
E 0,55 7,93 7,93 10,90 10,90 10,90 10,90
z 0,60 7,93 7,93 10,90 10,90 10,90 10,90
S 0,63 7,93 7,93 10,90 10,90 10,90 10,90
z 0,70 7,93 7,93 10,90 10,90 10,90 10,90
E_ 0,75 7,93 7,93 10,90 10,90 10,90 10,90
z 0,88 7,93 7,93 10,90 10,90 10,90 10,90
1,00 7,93 7,93 10,90 10,90 10,90 10,90
30 0,7 0,7 0,7 0,7 0,7 0,7
LT 40 0,9 0,9 0,9 0,9 0,9 0,9
=8 50 1,2 1.2 1.2 1,2 1,2 1,2
é 5 60 14 1,4 1,4 1,4 1,4 1,4
g3 2 70 1,6 1,6 1,6 1,6 1,6 1,6
%ggg 80 1,8 1,8 1,8 1,8 1,8 1,8
58 £ 90 2,1 2,1 2,1 2.1 2,1 2,1
§ o~ 100 2,3 2,3 2,3 2,3 2,3 2,3
=5 110 2,5 2,5 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3.0 3,0 3.0 3.0 3.0 3.0
2140 3,2 3,2 3,2 3,2 3,2 3,2
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5,30

Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Washer: Z16 — carbon steel washer with EPDM ring m
Component [; $280GD, S320GD or S350GD — EN 10346

Component |l: 8235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

)
[

|

1,81

.%-S-‘ +0,20
Drilling capacity: Z(tne *+ ) £ 12 mm *J 16,00 020
Timber substructures
no performance assessed
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
& 0,63 1,90 1,90 1,90 1,90 1,90 1,90
3 0,70 1,99 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40
= 0,50 2,53 2,53 2,53 2,53 2,53 2,53
E 0,55 2,53 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 2,77 2,77 2,77 2,77 2,77
8 0,63 2,77 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,89 2,89 2,89 2,89 2,89
S 0,75 2,89 2,89 2,89 2,89 2,89 2,89
4 0,88 2,89 2,89 2,89 2,89 2,89 2,89
1,00 427 427 4,27 4,27 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7 0,7
. B 40 0,9 0,9 0,9 0,9 0,9 0,9
<8 50 1,2 1,2 1,2 1.2 1,2 1.2
g 5 60 1,4 14 1,4 1,4 1,4 1,4
83 o 70 1,6 1,6 1,6 1,6 1,6 1,6
S8 eF 80 1.8 1,8 1,8 1,8 1.8 1.8
2 £ SE 90 2,1 2,1 2.1 2.1 2,1 2,1
§ 8’5 100 2,3 2,3 2,3 2,3 2,3 2.3
<3 110 2,5 2,5 2,5 2,5 2,5 2,5
é % 120 2,8 2,8 2,8 2,8 2,8 2.8
° 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 32 3,2 32 32
Fastening screws for sandwich panels Annex 29
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Materials e ~\\__/
Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized (12 ym) g
Washer: 216 — carbon steel washer with EPDM ring Z" \
Linear washer: ELW-Z made of carbon steel — R 2 200 MPa -
and galvanized min. 200 g/m? f
ELW-S made of stainless steel A2 - EN ISO -
3506 N
Component I: $280GD, S320GD or S350GD — EN 10346
Componentll:  §235—EN 10025-1
$280GD, S$320GD or S350GD — EN 10346
Drilling capacity: Z(tne + 1) <12 mm
Timber substructures
no performance assessed
tn,i [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
Z 0,60 1,72 1,72 1,72 1,72 1,72 1,72
k] 0,63 1,90 1,90 1,90 1,90 1,90 1,90
Z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 11,34 11,34 11,34 11,34
= 0,50 7,93 7,93 11,34 11,34 11,34 11,34
£ 0,55 7,93 7,93 11,34 11,34 11,34 11,34
Z 0,60 7,93 7,93 11,34 11,34 11,34 11,34
S 0,63 7,93 7,93 11,34 11,34 11,34 11,34
g 0,70 7,93 7,93 11,34 11,34 11,34 11,34
'E 0,75 7,93 7,93 11,34 11,34 11,34 11,34
z 0,88 7,93 7,93 11,34 11,34 11,34 11,34
1,00 7,93 7,93 11,34 11,34 11,34 11,34
30 0,7 0,7 0,7 0,7 0,7 0,7
=T 40 0,9 0,9 0.9 0,9 0,9 0.9
=8 50 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6
28 QF 80 1,8 1,8 1,8 1.8 1,8 1,8
802 e
T 5LS 90 2,1 2,1 2,1 2,1 2,1 21
§ o 100 2,3 2,3 2,3 2,3 2,3 2,3
<5 110 2,5 2,5 2,5 2,5 2,5 2,5
é 8 120 2,8 2,8 2,8 2,8 2,8 2,8
°© 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 3,2 3,2 3,2 3,2
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Materials
Fastener: carbon steel — SAE1022, quenched, =
tempered and coated: galvanized (12 pm)
Washer: 216 — carbon steel washer with EPDM ring
Saddle washer: ESW made of aluminum &
Componentl:  $280GD, $320GD or S350GD — EN 10346 Z )/
Component Il: ~ S235 - EN 10025-1 A : ;
S280GD, S320GD or S350GD — EN 10346 3 >
- . £y =
Drilling capacity: Ztnze + 1) £ 12 mm )l> 1w
Timber substructures
no performance assessed Q )
fnan [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
k<] 0,63 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 10,53 10,53 10,53 10,53
= 0,50 7,93 7,93 10,92 10,92 10,92 10,92
£ 0,55 7,93 7,93 10,92 10,92 10,92 10,92
;z_“ 0,60 7,93 7,93 10,92 10,92 10,92 10,92
S 0,63 7,93 7,93 10,92 10,92 10,92 10,92
g 0,70 7,93 7,93 10,92 10,92 10,92 10,92
‘;‘_ 0,75 7,93 7,93 10,92 10,92 10,92 10,92
z 0,88 7,93 7,93 10,92 10,92 10,92 10,92
1,00 7,93 7,93 10,92 10,92 10,92 10,92
30 0,7 0,7 0,7 0,7 0,7 0,7
: B 40 0,9 0,9 0,9 0,9 0,9 0,9
£8 50 1,2 1,2 1,2 1,2 1,2 1.2
g 5 60 1,4 1,4 1,4 1,4 14 1,4
g2 2 70 1,6 1,6 1,6 1,6 1,6 1,6
%5 o E 80 1,8 1,8 1,8 1,8 1,8 1,8
S g E E 90 2,1 2,1 2,1 2,1 2,1 2.1
§ >~ 100 2,3 2,3 2,3 2,3 2,3 2,3
<35 110 2,5 2,5 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 31
Self-drilling screws ESPS-12-Z 6,3/5,5xL with hexagon head and washer Techr?{ciluzzzzgment
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with |
PREMIUM coating
Washer: A19, A22, A25, A29 — aluminum washer with ﬁ‘?ﬁ
EPDM ring 6,30 g’ — -
Component I: S280GD, $320GD or S350GD - EN 10346 @
Component ll:  $235 — EN 10025-1 B N ¥
$280GD, $320GD or S350GD -~ EN 10346
28 B 2020
Drilling capacity: St + ty) <12 mm R | 19,0092
Timber substructures
no performance assessed
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
Ej 0,60 1,72 1,72 1,72 1,72 1,72 1,72
,§ 0,63 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81 1,81
T 0,50 4,14 4,14 4,14 414 4,14 4,14
E 0,55 4,14 414 4,14 4,14 4,14 4,14
Z 0,60 4,14 4,14 4,14 4,14 414 4,14
§ 0,63 5,10 5,10 5,10 5,10 5,10 5,10
g 0,70 5,50 5,50 5,50 5,50 5,50 5,50
Ej 0,75 7,70 7,70 7,70 7,70 7,70 7,70
zZ 0,88 7,70 7,70 7,70 7,70 7,70 7,70
1,00 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7
. © 40 0,9 0,9 0,9 0,9 0,9 0,9
£8 50 1,2 1.2 12 1.2 1,2 1.2
é 5 60 14 1,4 1,4 14 1.4 1.4
g_g 9 70 1,6 1,6 1,6 1,6 1,6 1,6
‘—:;§ eF 80 1,8 1,8 1,8 1,8 1,8 1,8
S g E £ 90 2,1 2.1 2,1 2,1 2,1 2,1
§ g)*“ 100 2,3 2,3 2,3 2,3 2,3 2,3
< 'g 110 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8 2,8
E 35 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 32
Self-drilling screws ESPS-12-P 6,3/5,5xL with hexagon head and washer of European
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Materials
Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with PREMIUM
coating
Washer: A19, A22, A25, A29 — aluminum washer with T

21,20

EPDM ring 8T
Linear washer:  ELW-Z made of carbon steel — Ro» 2 200 MPa «

and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506

Component I: S$280GD, S320GD or S350GD ~ EN 10346

Componentll:  $235 - EN 10025-1
S$280GD, S320GD or S350GD — EN 10346

Drilling capacity: Z(tne + ) <12 mm

Timber substructures
no performance assessed

tnn [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 084 | 084 0,84 0,84 0,84 0,84

T 0,50 1,72 1,72 1,72 1,72 1,72 1,72

= 0,55 1,72 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 1,72 1,72 1,72 1,72 1,72

& 0,63 1,90 1,90 1,90 1,90 1,90 1,90

Z 0,70 1,99 1,99 1,99 1,99 1,99 1,99

e 0,75 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10

0,40 7,78 7,78 7.78 7,78 7,78 7,78

T 0,50 7,78 7,78 7,78 7,78 7,78 7,78

£ 0,55 7,78 7,78 7,78 7,78 7,78 7,78

2 0,60 7,78 7,78 7,78 7,78 7,78 7.78

k] 0,63 7,78 7,78 7,78 7,78 7,78 7.78

Z 0,70 7,78 7,78 7.78 7,78 7.78 7,78

= 0,75 7,78 7.78 7,78 7,78 7.78 7.78

z 0,88 7,78 7.78 7,78 7,78 7,78 7.78
1,00 7,78 7,78 7,78 7,78 7,78 7.78

30 0,7 0,7 0.7 0,7 0,7 0,7

. B 40 0,9 0,9 0,9 0,9 0,9 0,9
<8 50 1.2 1.2 1.2 1.2 1,2 1.2
éﬁ 60 14 14 14 14 14 14
83 o 70 1,6 16 1,6 1,6 1,6 1,6
a8 QF 80 1,8 1,8 1,8 1,8 1,8 1,8
2 g 3 E 90 2.1 2.1 2,1 2.1 2.1 2.1
g 95 100 2.3 2,3 2.3 2,3 2,3 2,3
<3 110 25 2.5 2,5 2,5 2,5 2,5
32 120 2,8 2,8 2,8 2.8 2,8 2,8
E3 130 3.0 3,0 3,0 3,0 3.0 3.0
>140 3,2 32 3.2 3.2 32 3,2

Fastening screws for sandwich panels Annex 33
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Materials
Fastener: carbon steel -~ SAE1022, quenched, W
tempered and coated: galvanized with
PREMIUM coating
Washer: A18, A22, A25, A29 - aluminum washer with =
EPDM ring .
Saddle washer: ESW made of aluminum ’ 2
Component I; S$280GD, S$320GD or S350GD — EN 10346 Z 4“ )/
Componentll:  $235—EN 10025-1 S ! T
$280GD, $320GD or S350GD — EN 10346 :
o . < = 5
Drilling capacity: vz + 1) £ 12 mm E @ w
Timber substructures
no performance assessed d b
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
,_g,' 0,60 1,72 1,72 1,72 1,72 1,72 1,72
§ 0,63 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99
'Ef 0,756 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 10,14 10,14 10,14 10,14
= 0,50 7,93 7,93 10,90 10,90 10,90 10,90
£ 0,55 7,93 7,93 10,90 10,90 10,90 10,90
,_5,' 0,60 7,93 7,93 10,90 10,90 10,80 10,90
,§ 0,63 7.93 7,93 10,90 10,90 10,90 10,90
g 0,70 7.93 7,93 10,90 10,90 10,90 10,90
'E 0,75 7.93 7,93 10,90 10,90 10,90 10,90
z 0,88 7.93 7,93 10,90 10,90 10,90 10,90
1,00 7,93 7,93 10,90 10,90 10,90 10,90
30 0,7 0,7 0,7 0,7 0,7 0,7
. T 40 0,9 0,9 0,9 0,9 0,9 0,9
£8 50 1,2 1,2 1.2 1,2 1,2 12
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4
8% @ 70 1,6 1,6 1,6 1,6 1,6 1,6
gg F 80 1.8 1,8 1,8 1,8 1,8 1,8
% s ﬁ E 90 2,1 21 2,1 2,1 2,1 2,1
5 o= 100 2.3 23 2,3 2,3 2,3 2,3
< 'g 110 2,5 2,5 2,5 2,5 2,5 2,5
é % 120 2,8 2,8 2,8 2,8 2,8 2,8
© 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 34
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5,30

Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with

PREMIUM coating i

Washer: A16 — aluminum washer with EPDM ring
Component I: S$280GD, $320GD or S350GD — EN 10346

Componentll:  S235-EN 10025-1
$280GD, S320GD or S350GD - EN 10346

'.cn:' .8- +0,20
Drilling capacity: Sty + ty) S 12 mm ‘3 16.00 920
Timber substructures
no performance assessed
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90
Z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,60 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40
= 0,50 2,53 2,53 2,53 2,53 2,53 2,53
£ 0,55 2,53 2,53 2,53 2,53 2,53 2,53
2 0,60 2,77 2,77 2,77 2,77 2,77 2,77
8 0,63 2,77 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,80 2,89 2,89 2,89 2,89
S 0,75 2,89 2,89 2,89 2,89 2,89 2,89
z 0,88 2,89 2,89 2,89 2,89 2,89 2,89
1,00 4,27 4,27 4,27 4,27 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7 0,7
. B 40 0,9 0,9 09 0,9 0,9 0,9
28 50 12 1,2 1,2 12 1,2 1,2
é £ 60 1,4 14 1,4 1,4 1,4 1,4
3o 70 1,6 1,6 1,6 1,6 1,6 16
%’.§ Qg 80 1,8 1,8 1,8 1,8 1,8 1,8
gcSE 90 2,1 2,1 2,1 2,1 2.1 2,1
3 o 100 2,3 2.3 2,3 2.3 2.3 2.3
€3 110 2,5 2,5 2,5 2,5 2,5 2,5
32 120 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3.0 3.0 3,0 3.0
2140 3,2 3,2 32 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 35
Self-drilling screws ESPS-12-P 6,3/5,5xL with hexagon head and washer of European
A16 Technical Assessment
ETA-16/0734
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Materials
Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with PREMIUM o
coating E
Washer: A16 — aluminum washer with EPDM ring sjt‘ =

Linear washer: ELW-Z made of carbon steel — Ro2 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506

Component I $280GD, $320GD or S350GD — EN 10346

Componentll:  S$235 - EN 10025-1
S$280GD, S320GD or S350GD — EN 10346

Drilling capacity: Z(tne + 1) S 12 mm

Timber substructures
no performance assessed

tyn [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 0,84 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 1,72 1,72 1,72 1,72 1,72

5 0,63 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,99 1,99 1,99 1,99 1,99 1,99

e 0,75 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10

0,40 7,93 7,93 11,34 11,34 11,34 11,34

T 0,50 7,93 7,93 11,34 11,34 11,34 11,34

E 0,55 7,93 7,93 11,34 11,34 11,34 11,34

z 0,60 7,93 7,93 11,34 11,34 11,34 11,34

) 0,63 7.93 7.93 11,34 11,34 11,34 11,34

z 0,70 7,93 7,93 11,34 11,34 11,34 11,34

= 0,75 7,93 7,93 11,34 11,34 11,34 11,34

z 0,88 7,93 7,93 11,34 11,34 11,34 11,34

1,00 7,93 7,93 11,34 11,34 11,34 11,34

30 0,7 0,7 0,7 0.7 0.7 0.7

LT 40 0,9 0,9 0,9 0,9 0,9 0,9
<8 50 1,2 1,2 1,2 12 1,2 1,2
g 5 60 1,4 1,4 1,4 1,4 1,4 1,4
23 o 70 1,6 1,6 1,6 16 1,6 1,6
S5CF 80 1,8 1,8 1,8 1,8 1,8 1,8

@2 P x e
Sco& 90 2.1 2.1 2.1 2.1 2.1 2.1
§ o* 100 2,3 2,3 2,3 2,3 2,3 2.3
<5 110 25 2,5 2,5 2,5 2,5 2.5
58 120 2.8 28 2.8 2,8 2,8 2,8
Eg 130 3.0 3.0 3.0 3.0 3,0 3,0
2140 3,2 32 32 32 32 3,2
Fastening screws for sandwich panels Annex 36

Self-drilling screws ESPS-12-P 6,3/5,5xL with hexagon head and washer
A16 and linear washer ELW-Z or ELW-S

of European

Technical Assessment

ETA-16/0734
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Materials
Fastener: carbon steel ~ SAE1022, quenched, =

tempered and coated: galvanized with

PREMIUM coating
Washer: A16 — aluminum washer with EPDM ring =
Saddle washer: ESW made of aluminum 7 &
Componentl:  $280GD, $320GD or S350GD — EN 10346 Z\ S )/

a| -

Componentll:  $235 - EN 10025-1

S280GD, $S320GD or S350GD — EN 10346 D
Drilling capacity: I(tne + ty) S 12 mm 3 i 1
Timber substructures
no performance assessed : E
t [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
& 0,63 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
5 0,75 2,69 2,69 2,69 2,69 2,60 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 10,53 10,53 10,53 10,53
T 0,50 7,93 7,93 10,92 10,92 10,92 10,92
£ 0,55 7,93 7,93 10,92 10,92 10,92 10,92
3 0,60 7,93 7,93 10,92 10,92 10,92 10,92
& 0,63 7.93 7,93 10,92 10,92 10,92 10,02
z 0,70 7.93 7,93 10,92 10,92 10,92 10,92
< 0,75 7,93 7,93 10,92 10,92 10,92 10,92
z 0,88 7,93 7,93 10,92 10,92 10,92 10,92
1,00 7,93 7,93 10,92 10,92 10,92 10,92
30 0,7 0,7 0,7 0,7 0.7 0,7
. T 40 0,9 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 14 14 14 1,4 14 14
82, 70 1,6 1,6 1,6 1,6 1,6 1,6
2&8QF 80 18 1,8 1,8 1,8 1,8 18
2 g g E 90 2.1 2.1 2.1 2.1 2,1 2.1
3 95 100 2,3 2,3 2,3 23 2,3 2,3
<5 110 25 2,5 25 25 25 25
52 120 2,8 2.8 2,8 2,8 2.8 2.8
£ 130 3,0 3,0 3,0 3.0 3,0 3,0
2140 3,2 3.2 3.2 3,2 32 32
Fastening screws for sandwich panels Annex 37
Self-drilling screws ESPS-12-P 6,3/5,5xL with hexagon head and washer Techg{cglu,&ospseeasgment
A16 and saddle washer ESW ETA16/0734
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with I
SUPER PREMIUM coating
Washer: $19, S22, $25, S29 - stainless steel washer |~ I
with EPDM ring 6,30 e —

Component I: $280GD, S320GD or S350GD — EN 10346

Componentll: 8235 -EN 10025-1
S280GD, S320GD or S350GD —~ EN 10346

N ) e 219,007
Drilling capacity: Ztne +ty) £ 12mm - ’
Timber substructures
no performance assessed

tan [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 0,84 0,84 0,84 0,84 0,84 0,84

= 0,50 1,72 1,72 1,72 1,72 1,72 1,72

E 0,55 1,72 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 1,72 1,72 1,72 1,72 1,72

8 0,63 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,99 1,99 1,99 1,99 1,99 1,99

E 0,75 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10

0,40 1,81 1,81 1,81 1,81 1,81 1,81

= 0,50 4,14 4,14 4,14 4,14 4,14 4,14

£ 0,55 4,14 4,14 4,14 4,14 4,14 4,14

Z 0,60 4,14 4,14 4,14 4,14 4,14 4,14

8 0,63 5,10 5,10 5,10 5,10 5,10 5,10

z 0,70 5,50 5,50 5,50 5,50 5,50 5,50

= 0,75 7,70 7,70 7,70 7,70 7.70 7.70

z 0,88 7,70 7,70 7,70 7,70 7,70 7,70
1,00 7.78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7
=T 40 0,9 0,9 0,9 0,9 0,9 0,9
28 50 12 1.2 12 1.2 1.2 1.2

éf_, 60 14 14 1,4 1,4 14 14
e 70 1,6 1,6 1,6 1,6 1,6 1,6
aEeE 80 1,8 1,8 1,8 1,8 1,8 1,8
2 cSE 90 2,1 2,1 2,1 2,1 2,1 2,1
8 o= 100 2,3 2,3 2,3 2,3 2,3 2,3
£ 110 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0 3,0
2140 32 3,2 32 3.2 3.2 3.2

Fastening screws for sandwich panels Annex 38
Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer of European
$19, S22, S25 or S29 Technical Assessment
ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with SUPER
PREMIUM coating

Washer: S$19, 822, 825, S29 - stainless steel washer

with EPDM ring

Linear washer:  ELW-Z made of carbon steel — Ry =2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506

Component I: $280GD, S320GD or S350GD — EN 10346

Componentll: S235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

8,00
7]
b
g
%
4 2120
e 2120

Drilling capacity: I(tne + ) 12 mm

Timber substructures
no performance assessed

ta [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 0,84 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72

Z 0,60 1,72 1,72 1,72 1,72 1,72 1,72

8 0,63 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,99 1,99 1,99 1,99 1,99 1,99

E 0,75 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10

0,40 7,78 7.78 7.78 7,78 7.78 7.78

T 0,50 7,78 7.78 7.78 7,78 7.78 7,78

E 0,55 7,78 7.78 7.78 7,78 7,78 7,78

Z 0,60 7.78 7,78 7.78 7,78 7,78 7.78

ks 0,63 7.78 7,78 7,78 7.78 7,78 7,78

z 0,70 7.78 7.78 7.78 7,78 7.78 7.78

“5, 0,75 7,78 7,78 7,78 7,78 7.78 7.78

z 0,88 7.78 7,78 7,78 7,78 7,78 7.78
1,00 7.78 7.78 7.78 7.78 7.78 7.78

30 0.7 0,7 0,7 0.7 0,7 0,7

. T 40 0.9 0,9 0,9 0,9 0,9 0,9
8 50 1.2 1.2 1.2 1.2 1.2 1.2
5 60 1,4 1.4 1.4 1.4 1.4 1,4
§§ ® 70 1.6 1,6 1,6 1,6 1.6 1,6
sceE 80 1.8 1,8 1,8 1,8 1,8 1.8
23 E ) 2,1 2,1 2,1 2,1 2,1 2.1
g §,£ 100 2,3 2,3 2,3 2,3 2,3 2,3
€3 110 2,5 2,5 2,5 2,5 2,5 2,5
38 120 2,8 2,8 2,8 2,8 2,8 2.8
3 130 3,0 3,0 3,0 3,0 3,0 3.0
2140 3.2 3.2 3,2 3.2 3.2 3.2

Fastening screws for sandwich panels Annex 39

Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer
$19, 22, $25 or S29 and linear washer ELW-Z or ELW-S

of European

Technical Assessment

ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched, W
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $19, S22, S25, S29 - stainless stee! washer
with EPDM ring

Saddle washer: ESW made of aluminum

Component I: $280GD, S320GD or S350GD — EN 10346 d 3
Component li:  S235 — EN 10025-1 3 5

S$280GD, S320GD or S350GD — EN 10346 3
- . S =
Drilling capacity: Ttz +ty) S 12mm =
rilling capacity: (tnz + ) . o
Timber substructures [

no performance assessed

s [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 0,84 0,84 0,84 0,84 0,84 0,84

=z 0,50 1,72 1,72 1,72 1,72 1,72 1,72

E 0,55 1,72 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 1,72 1,72 1,72 1,72 1,72

s 0,63 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,09 1,09 1,99 1,09 1,99 1,99

e 0,75 2,69 2,69 2,69 2,69 2,69 2,60

= 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3.10 3,10 3,10

0,40 7,93 7,93 10,14 10,14 10,14 10,14

T 0,50 7,93 7.93 10,90 10,90 10,90 10,90

£ 0,55 7,93 7,93 10,90 10,90 10,90 10,90

=z 0,60 7,93 7,93 10,90 10,90 10,90 10,90

s 0,63 7,93 7,03 10,90 10,90 10,90 10,90

z 0,70 7.93 7,93 10,90 10,90 10,90 10,90

i 0,75 7.93 7,93 10,90 10,90 10,90 10,90

Z 0,88 7,93 7,93 10,90 10,90 10,90 10,90

1,00 7,93 7,93 10,90 10,90 10,90 10,90

30 0,7 0.7 0.7 0,7 0.7 0,7

LT 40 0,9 0,9 0,9 0,9 0,9 0,9
28 50 12 12 1,2 1.2 1,2 1.2
é 5 60 14 14 14 1,4 14 14
g%, 70 1,6 16 1,6 16 1,6 16
£S58E 80 18 18 18 1,8 18 1,8
2 g 3 E 90 2.1 2.1 2.1 2.1 2.1 2.1
3 gﬁ 100 2,3 2,3 2,3 2,3 2,3 2,3
23 110 25 25 25 25 2,5 25
é 2 120 2,8 2,8 2,8 2.8 2,8 2,8
3 130 30 3.0 3,0 3,0 3.0 3.0
2140 3.2 3.2 32 3.2 3.2 3.2

Fastening screws for sandwich panels

Annex 40
Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer of European
$19, $22, S25 or S29 and saddle washer ESW Technical Assessment

ETA-16/0734
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530

Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with

SUPER PREMIUM coating i

Washer: 516 — stainless steel washer with EPDM ring
Component I: $280GD, S320GD or S350GD - EN 10346

Componentll: 8235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

29
Drilling capacity: T(tvz + 1) < 12 mm N
Timber substructures
no performance assessed
t [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
c 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
z 0,60 1,72 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90 1,90
Z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40
= 0,50 2,53 2,53 2,53 2,53 2,53 2,53
£ 0,55 2,53 2,53 2,53 2,53 2,53 2,53
2 0,60 2,77 2,77 2,77 2,77 2,77 2,77
8 0,63 2,77 2,77 2,77 2,77 2,77 2,77
z 0,70 2,89 2,89 2,89 2,89 2,89 2,89
> 0,75 2,89 2,89 2,89 2,89 2,89 2,89
z 0,88 2,89 2,89 2,89 2,89 2,89 2,89
1,00 4,27 4,27 4,27 4,27 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7 0,7
=T 40 0,9 0,9 0.9 0,9 0,9 0,9
S8 50 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4
82 g 70 1,6 1,6 1,6 1,6 1,6 1,6
4G2F 80 1,8 1,8 1,8 1,8 1.8 1,8
o P2
5gSE 90 2,1 2,1 2,1 2,1 2,1 2,1
B o¥ 100 2,3 2,3 2,3 2,3 2,3 2,3
<5 110 2,5 2,5 2,5 2,5 2,5 2,5
&2 120 2,8 2,8 2,8 2,8 2,8 2,8
ES 130 3.0 3.0 3,0 3.0 3.0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 41
Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer of European
S16 Technical Assessment
ETA-16/0734
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Materials ] \__//
Fastener: carbon steel ~ SAE1022, quenched, tempered
and coated: galvanized with SUPER g ]
PREMIUM coating n AW
Washer: S$16 — stainless steel washer with EPDM ring ‘
Linear washer: ELW-Z made of carbon steel — Roz 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 - EN ISO [ —
3506 N
Component I $280GD, S320GD or S350GD ~ EN 10346
Component ll: 8235 — EN 10025-1
8280GD, $320GD or S350GD - EN 10346
Drilling capacity: It +H)<12mm
Timber substructures
no performance assessed 2200
i [mm}] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
€ 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
§ 0,63 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 11,34 11,34 11,34 11,34
T 0,50 7.93 7,93 11,34 11,34 11,34 11,34
E 0,55 7,93 7,93 11,34 11,34 11,34 11,34
z 0,60 7,93 7,93 11,34 11,34 11,34 11,34
é 0,63 7,93 7,93 11,34 11,34 11,34 11,34
;Zj 0,70 7,93 7,93 11,34 11,34 11,34 11,34
E 0,75 7.93 7,93 11,34 11,34 11,34 11,34
z 0,88 7,93 7,93 11,34 11,34 11,34 11,34
1,00 7,93 7,93 11,34 11,34 11,34 11,34
30 0,7 0,7 0,7 0,7 0,7 0,7
5 T 40 0.9 0,9 0,9 0,9 0,9 0,9
g 50 1.2 1,2 1.2 1.2 1.2 1.2
g 5 60 1,4 14 14 1,4 14 14
8% @ 70 1,6 1,6 1,6 1,6 1,6 1,6
-§§ g 80 1,8 1,8 1,8 1,8 1,8 1,8
B g E E 90 2,1 21 2,1 2,1 2,1 2,1
§ S 100 2,3 2,3 2,3 2,3 2,3 2,3
< "g 110 2,5 2,5 2,5 2,5 2,5 2,5
38 120 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3.0 3,0 3.0 3.0 3.0 3,0
2140 3,2 3,2 3.2 3,2 3,2 3.2
Fastening screws for sandwich panels Annex 42
Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer of European
$16 and linear washer ELW-Z or ELW-S Technical Assessment
. ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: 816 - stainless steel washer with EPDM ring

Saddle washer: ESW made of aluminum ‘

Component I: $280GD, S320GD or S350GD — EN 10346 4“
A

Componentll:  S235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

i

Drilling capacity: It +ty) <12 mm f b
Timber substructures J
no performance assessed —
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,93 7,93 10,53 10,53 10,53 10,53
T 0,50 7,93 7,93 10,92 10,92 10,92 10,92
E 0,55 7,93 7,93 10,92 10,92 10,92 10,92
Zz 0,60 7,93 7,93 10,92 10,92 10,92 10,92
8 0,63 7,93 7,93 10,92 10,92 10,92 10,92
z 0,70 7,93 7,93 10,92 10,92 10,92 10,92
= 0,75 7,93 7,93 10,92 10,92 10,92 10,92
z 0,88 7,93 7,93 10,92 10,92 10,92 10,92
1,00 7,93 7,93 10,92 10,92 10,92 10,92
30 0,7 0,7 0,7 0,7 0,7 0,7
. B 40 0,9 0,9 0,9 0,9 0,9 0,9
<8 50 1,2 1,2 1,2 1,2 1,2 1,2
85 60 1,4 1.4 1.4 1.4 1.4 1,4
§'§ 2 70 1,6 1.6 1.6 1.6 1,6 1,6
%ggg 80 1,8 1,8 1,8 1,8 1,8 1,8
5SS £ 90 2,1 2,1 2,1 2,1 2,1 2,1
g o~ 100 2.3 2,3 2,3 2,3 2,3 2,3
£ 110 2,5 25 2,5 2,5 2,5 2,5
5% 120 2,8 2,8 2,8 2,8 2.8 2,8
ES 130 3,0 3,0 3.0 3,0 3.0 3,0
2140 32 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 43

Self-drilling screws ESPS-12-SP 6,3/5,5xL with hexagon head and washer
S$16 and saddle washer ESW

of European

Technical Assessment

ETA-16/0734
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Materials §

Fastener: stainless steel — SAE304 (bi-metal)

Washer: $19, 822, S25, S29 - stainless steel washer o
with EPDM ring m

Component I: S$280GD, S320GD or S350GD ~ EN 10346

Component Il: ~ $235 - EN 10025-1
S$280GD, S320GD or S350GD — EN 10346

8 8
Drilling capacity: T(tz + t4) S 12 mm i
Timber substructures
no performance assessed
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 1,07 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39 1,39
& 0,63 1,39 1,39 1,39 1,39 1,39 1,39
z 0,70 1,83 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83 1,83
> 0,88 1,83 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73 2,73
0,40 2,90 2,90 2,90 2,90 2,90 2,90
T 0,50 4,16 4,16 4,16 4,16 4,16 4,16
£ 0,55 4,16 4,16 4,16 4,16 4,16 4,16
=z 0,60 4,16 4,16 4,16 4,16 4,16 4,16
8 0,63 4,16 4,16 4,16 4,16 4,16 4,16
z 0,70 517 5,17 5,71 5,71 5,71 5,71
5 0,75 517 5,17 5,71 5,71 5,71 5,71
z 0,88 5,17 517 5,71 5,71 5,71 5,71
1,00 5,17 5,17 7,12 7,12 7,12 712
30 2,3 2,1 2,1 2,1 2,1 2.1
. T 40 3,0 2.8 2,8 2,8 2,8 2,8
28 50 3,8 35 35 35 35 35
g 5 60 45 42 42 42 42 42
83 » 70 53 4,9 4.9 4,9 4,9 49
2§QF 80 6,0 5,6 5,6 5,6 5,6 5,6
2 E 3 E 90 6.8 6.3 6,3 6.3 6.3 6,3
§ 95 100 75 7.0 7.0 7.0 7.0 7,0
<35 110 8.3 7.7 7.7 7.7 7.7 7,7
58 120 9,0 8.4 8.4 8.4 8.4 8.4
ES 130 9.8 9.1 9.1 9.1 9.1 X
2140 10,5 9,8 9,8 9,8 9,8 9.8
Fastening screws for sandwich panels Annex 44
Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer of European
$19, S22, S25 or S29 Technical Assessment
ETA-16/0734
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Materials —
Fastener: stainless steel — SAE304 (bi-metal) ] \//
Washer: 819, 822, §25, S29 - stainless steel washer
with EPDM ring ]
Linear washer: ELW-S made of stainless steel A2 - EN ISO 4 N , ~ @
3506 2-—1‘ 42 e
Component [: $280GD, S320GD or S350GD - EN 10346 z
Componentil:  $235 -~ EN 10025-1 —
P S280GD, $320GD or S350GD ~ EN 10346 = - \v/
Drilling capacity: St ) <12 mm
Timber substructures
no performance assessed
22,00
tnn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 1,07 1,07 1,07 1,07 1,07 1,07
5 0,50 1,39 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39 1,39
z 0,60 1,39 1,39 1,39 1,39 1,39 1,39
S 0,63 1,39 1,39 1,39 1,39 1,39 1,39
g 0,70 1,83 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83 1,83
= 0,88 1,83 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73 2,73
0,40 5,17 5,17 7.45 7,45 7.45 7,45
€ 0,50 5,17 5,17 7,45 7.45 7.45 7,45
£ 0,55 517 5,17 7,45 7.45 7,45 7.45
Z 0,60 5,17 5,17 7.45 7,45 7,45 7.45
S 0,63 5,17 5,17 7,45 7,45 7.45 7,45
;z: 0,70 5,17 517 7.45 7,45 7.45 7,45
E{ 0,75 5,17 5,17 7,45 7,45 7.45 7,45
z 0,88 5,17 517 745 7.45 7,45 7.45
1,00 517 5,17 7.45 745 7.45 7.45
30 2,3 2,1 2,1 2,1 2,1 21
. O 40 3,0 2,8 - 2,8 2,8 2,8 2,8
8 50 3.8 35 35 35 35 35
E 5 60 4,5 4,2 4,2 4,2 4,2 4,2
g _g » 70 53 4,9 4,9 4,9 4,9 4,9
Ss8y 80 6.0 5,6 5,6 5,6 5,6 5,6
2 g S E 90 6,8 6,3 6,3 6,3 6,3 6,3
g g:*':" 100 7.5 7.0 7,0 7,0 7.0 7.0
< -g 110 8,3 7.7 7,7 7.7 7.7 7.7
52 120 9,0 8,4 8,4 8,4 8,4 8,4
E3 130 9,8 9.1 9.1 9,1 9.1 9.1
2140 10,5 9,8 9,8 9,8 9,8 9,8
Fastening screws for sandwich panels Annex 45

Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer
$19, S22, S25 or S29 and linear washer ELW-S

of European

Technical Assessment

ETA-16/0734
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Materials w

Fastener: stainless steel — SAE304 (bi-metal)

Washer: S19, 822, $25, S29 - stainless steel washer
with EPDM ring

Saddle washer: ESW made of aluminum
Component I $280GD, $320GD or S350GD — EN 10346

Component Il:  S235 - EN 10025-1

S$280GD, $320GD or $350GD — EN 10346 =
Drilling capacity: Z(tne + ti) <12 mm m]
Timber substructures D
no performance assessed

tna [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 1,07 1,07 1,07 1,07 1,07 1,07

= 0,50 1,39 1,39 1,39 1,39 1,39 1,39

E 0,55 1,39 1,39 1,39 1,39 1,39 1,39

E,’ 0,60 1,39 1,39 1,39 1,39 1,39 1,39

& 0,63 1,39 1,39 1,39 1,39 1,39 1,39

z 0,70 1,83 1,83 1,83 1,83 1,83 1,83

E 0,75 1,83 1,83 1,83 1,83 1,83 1,83

> 0,88 1,83 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73 2,73

0,40 517 517 7.45 7.45 7,45 7.45

= 0,50 517 517 7,45 7,45 7,45 7,45

E 0,55 517 5,17 7,45 7.45 7,45 7.45

Z 0,60 517 517 7.45 7,45 7,45 7,45

S 0,63 517 5,17 7,45 7,45 7,45 7,45

z 0,70 517 5,17 7,45 7.45 7,45 7.45

E 0,75 517 517 7,45 7,45 7,45 7,45

z 0,88 5,17 517 7.45 7.45 7.45 7,45
1,00 517 5,17 7,45 7,45 7,45 7,45
30 2,3 2,1 2,1 2,1 2,1 2.1

. 40 3,0 2,8 2,8 2,8 2,8 2,8
=8 50 3,8 3,5 3,5 3,5 3,5 3,5
é 5 60 4,5 4,2 4,2 4,2 4,2 4,2
gz 2 70 53 4,9 4,9 4,9 4,9 4.9
S268CF 80 6,0 5,6 5,6 5,6 5,6 56
2 g S E 90 6,8 6,3 6,3 6,3 6,3 6,3
§ g;*‘; 100 7.5 7,0 7,0 7,0 7,0 7,0
<5 110 8,3 7.7 7,7 7.7 7,7 7.7
é % 120 9,0 8,4 8,4 8,4 8,4 8,4
© 130 9,8 9,1 9,1 9,1 9,1 9,1
2140 10,5 9,8 9,8 9,8 9,8 9,8
Fastening screws for sandwich panels Annex 46

Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer
§19, S22, S25 or S29 and saddle washer ESW

of European
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ETA-16/0734
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Materials 8
Fastener: stainless steel — SAE304 (bi-metal)
Washer: S$16 — stainless steel washer with EPDM ring

Component |: S$280GD, $320GD or S350GD — EN 10346

Componentll: 5235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

Drilling capacity: Z(te +ta) <12 mm

Timber substructures
no performance assessed

t [mm] 4,00 5,00 6,00 8,00 10,00 11,00

0,40 1,07 1,07 1,07 1,07 1,07 1,07

T 0,50 1,39 1,39 1,39 1,39 1,39 1,39

E 0,55 1,39 1,39 1,39 1,39 1,39 1,39

2 0,60 1,39 1,39 1,39 1,39 1,39 1,39

5 0,63 1,39 1,39 1,39 1,39 1,39 1,39

Z 0,70 1,83 1,83 1,83 1,83 1,83 1,83

< 0,75 1,83 1,83 1,83 1,83 1,83 1,83

= 0,88 1,83 1,83 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73 2,73

0,40 1,43 1,43 1,43 1,43 1,43 1,43

T 0,50 2,39 2,39 2,39 2,39 2,39 2,39

£ 0,55 2,39 2,39 2,39 2,39 2,39 2,39

z 0,60 2,87 2,87 2,87 2,87 2,87 2,87

k<) 0,63 2,87 2,87 2,87 2,87 2,87 2,87

z 0,70 3,16 3,16 3,16 3,16 3,16 3,16

e 0,75 3,16 3,16 3,16 3,16 3,16 3,16

z 0,88 3,16 3,16 3,16 3,16 3,16 3,16
1,00 4,34 4,34 4,34 4,34 4,34 4,34
30 2.3 2.1 2,1 2.1 2,1 2,1

. T 40 3,0 2.8 2,8 2,8 2,8 2.8
28 50 3,8 3,5 3.5 35 3.5 3.5
g 5 60 45 42 42 4,2 42 42
$3q 70 5,3 49 4.9 49 4,9 49
SgeF 80 6,0 5,6 5,6 5,6 5,6 5,6
2 < :c:j E 90 6.8 6,3 6.3 6.3 6.3 6,3
g o~ 100 75 7.0 7.0 7.0 7.0 7.0
€3 110 8.3 7.7 7.7 7.7 7.7 7.7
52 120 9,0 8,4 8,4 8,4 8,4 8,4
ES 130 9.8 9.1 9.1 9.1 9.1 9.1
2140 10,5 9,8 9,8 9,8 9,8 9,8

Fastening screws for sandwich panels

Annex 47
Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer of European
S16 Technical Assessment

ETA-16/0734
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Materials e "\

Fastener: stainless steel — SAE304 (bi-metal) —
Washer: $16 — stainless steel washer with EPDM ring

21,20

Linear washer: ELW-S made of stainless steel A2 - EN ISO
3506

Componentl:  S280GD, $320GD or S350GD — EN 10346
. $235-EN 10025-1 [ —
Componentl! gzggeo, ssggen or S350GD — EN 10346 N
Drilling capacity: Ity +ty) < 12 mm
Timber substructures
no performance assessed
ty,i [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 1,07 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 139 1,39 139
2 0,60 1,39 1,39 1,39 1,39 1,39 139
8 0,63 1,39 1,39 1,39 1,39 1,39 1,39
z 0,70 1,83 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83 1,83
= 0,88 1,83 1,83 1,83 1,83 1,83 1,83
1,00 2,73 273 2,73 2,73 2,73 2,73
0,40 5,17 5,17 7,45 7,45 7,45 7,45
= 0,50 5,17 5,17 7,45 7,45 7,45 7,45
E 0,55 5,17 5,17 7,45 7,45 7,45 7,45
=2 0,60 5,17 517 7,45 7,45 7,45 7,45
& 0,63 5,17 5,17 7,45 7,45 7.45 7,45
z 0,70 5,17 5,17 7,45 7,45 7,45 7,45
< 0,75 5,17 5,17 7,45 7,45 7,45 7,45
z 0,88 5,17 5,17 7,45 7,45 7,45 7,45
1,00 517 517 7,45 7,45 7,45 7,45
30 2.3 2,1 2.1 2.1 2.1 2.1
. T 40 3,0 2,8 2,8 2,8 2.8 2.8
S8 50 3,8 3,5 35 35 35 3,5
g 5 60 45 42 4.2 42 4.2 4.2
8§24 70 53 49 49 49 49 49
f5é¢ 80 6.0 5,6 5,6 5,6 5,6 5,6
2 < 3 E 90 6,8 6,3 6,3 6,3 6.3 6.3
k: 8’5 100 7.5 7,0 7,0 7.0 7,0 7.0
<35 110 8,3 7.7 7.7 7,7 7.7 7.7
38 120 9,0 8,4 8,4 8,4 8,4 8,4
ES 130 9,8 9.1 9.1 9,1 9,1 9.1
2140 10,5 9,8 9,8 9,8 9,8 9,8
Fastening screws for sandwich panels Annex 48
Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer of European
$16 and linear washer ELW-S Technical Assessment
ETA-16/0734
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Materials
Fastener: stainless steel ~ SAE304 (bi-metal)
Washer: S$16 - stainless steel washer with EPDM ring

Saddle washer: ESW made of aluminum
Component I: S$280GD, S320GD or S350GD - EN 10346

Componentll:  $235 - EN 10025-1

S$280GD, $320GD or S350GD — EN 10346

T B
Drilling capacity: Z(tnz + ) <12 mm s
g capacity ( ) T @ w
Timber substructures
no performance assessed a
tn [mm] 4,00 5,00 6,00 8,00 10,00 11,00
0,40 1,07 1,07 1,07 1,07 1,07 1,07
T 0,50 1,39 1,39 1,39 1,39 1,39 1,39
£ 0,55 1,39 1,39 1,39 1,39 1,39 1,39
2 0,60 1,39 1,39 1,39 1,39 1,39 1,39
8 0,63 1,39 1,39 1,39 1,39 1,39 1,39
z 0,70 1,83 1,83 1,83 1,83 1,83 1,83
= 0,75 1,83 1,83 1,83 1,83 1,83 1,83
= 0,88 1,83 1,83 ° 1,83 1,83 1,83 1,83
1,00 2,73 2,73 2,73 2,73 2,73 2,73
0,40 5,17 5,17 7,45 7,45 7,45 7.45
T 0,50 5,17 5,17 7,45 7.45 7.45 7,45
£ 0,55 5,17 5,17 7.45 7.45 7,45 7.45
z 0,60 5,17 517 7,45 7,45 7,45 7,45
S 0,63 5,17 5,17 7,45 7.45 7.45 7.45
3 0,70 517 517 7,45 7,45 7,45 7,45
~ 0,75 5,17 5,17 7,45 7.45 7.45 7.45
zZ 0,88 517 517 7.45 7,45 7.45 7.45
1,00 5,17 5,17 7,45 7.45 7.45 7,45
30 2,3 2.1 2.1 2,1 2.1 2,1
. 40 3,0 2,8 2,8 2,8 2,8 2,8
=g 50 3,8 3,5 35 35 3,5 35
é 5 60 4,5 4,2 4,2 4,2 4,2 4,2
820 70 53 49 4,9 4,9 4,9 4,9
a8 8F 80 6,0 5,6 5,6 5,6 5,6 5,6
8 g 3 E 90 6,8 6.3 6,3 6,3 6,3 6,3
8 2% 100 75 7.0 7.0 7.0 7.0 7.0
<3 110 8,3 7.7 7.7 7.7 7.7 7.7
g 2 120 9,0 8,4 8,4 8,4 8,4 8,4
© 130 9,8 9,1 9,1 9,1 9,1 9,1
2140 10,5 9,8 9,8 9.8 9,8 9,8
Fastening screws for sandwich panels Annex 49

Self-drilling screws ESPS-12-B 6,3/5,5xL with hexagon head and washer
816 and saddle washer ESW

of European
Technical Assessment
ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Washer: 219, 222, Z25, 729 — carbon steel washer

with EPDM ring

Component [: $280GD, $320GD or S350GD — EN 10346

Componentll:  $235 - EN 10025-1
S280GD, S320GD or S350GD — EN 10346

219,005
Drilling capacity: Z(tne + tu) £20 mm
Timber substructures
no performance assessed
ta,n [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
=S 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E‘ 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
,:c} 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
'_;Z 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81 1,81 1,81 1,81
T 0,50 414 | 414 414 4,14 414 4,14 414 4,14
E 0,55 4,14 4,14 4,14 4,14 4,14 4,14 414 414
Z 0,60 414 | 414 4,14 4,14 4,14 4,14 414 4,14
§ 0,63 5,10 5,10 5,10 5,10 5,10 5,10 5,10 5,10
g 0,70 5,50 5,50 5,50 5,50 5,50 5,50 5,50 5,50
E 0,75 7,70 7,70 7,70 7,70 7,70 7,70 7,70 7,70
z 0,88 7,70 7,70 7,70 7,70 7,70 7,70 7.70 7,70
1,00 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0.7 0,7 0,7 0,7 0,7
. O 40 0,9 0,9 0,9 0,9 0,8 0,9 0,9 0,9
] 50 12 | 1.2 1.2 1.2 1,2 1.2 1,2 1.2
é -5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
g _g 8 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
28CF 80 1,8 1,8 1,8 1.8 1.8 1.8 1,8 1,8
t] g ::é £ 90 2,1 2,1 2.1 2,1 2,1 2,1 2,1 2,1
§ g:"‘ 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
< ‘g 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
33 120 2,8 2,8 2.8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 50

Self-drilling screws ESPS-20-Z 6,3/5,5xL with hexagon head and washer

719, 722, 725 or 729

of European
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Materials
Fastener:

Washer:

Linear washer:

carbon steel — SAE1022, quenched, tempered
and coated: galvanized (12 pm)

219, 222, 725, Z29 - carbon steel washer with
EPDM ring

ELW-Z made of carbon steel — Rq» = 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN 1ISO

3506 ~ \v’ L~
Component I: $280GD, S320GD or S350GD — EN 10346
Component li: 8235 —- EN 10025-1
$280GD, $320GD or $350GD — EN 10346
Drilling capacity: Z{tnz + 1) 20 mm
Timber substructures
no performance assessed
tnn [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
ks 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
:z: 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
T 0,50 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
E 0,55 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
é’ 0,60 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
8 0,63 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
g 0,70 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
Eﬁ 0,75 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
=z 0,88 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
1,00 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0.7 0,7 0,7 0,7 0,7 0,7
] 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
28 50 12 | 12 1.2 1.2 1.2 1.2 1,2 1.2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
26 eE 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g SE 90 2,1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
§ gg 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
< 'g 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0 3,0 3.0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 51

Self-drilling screws ESPS-20-Z 6,3/5,5xL with hexagon head and washer

219, Z22, Z25 or Z29 and linear washer ELW-Z or ELW-S

of European
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Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)
Washer: Z19, 222, 225, Z29 — carbon steel washer
with EPDM ring /

Saddle washer: ESW made of aluminum
Component S$280GD, S320GD or S350GD — EN 10346 Q

Componentil:  S$235 - EN 10025-1
S$280GD, S320GD or S350GD — EN 10346

Drilling capacity: Z(tnz + ty) <20 mm

Timber substructures
no performance assessed

\
g
-
i & "
D
-

ta,n [mm] 400 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00

0,40 084 | 0,84 0,84 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

E; 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

8 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99

= 0,75 2,60 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69

= 0,88 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10

0,40 802 | 802 | 10,14 | 10,14 | 10,14 | 10,14 | 10,214 | 10,14

T 0,50 802 | 802 | 10,90 | 10,90 | 10,80 | 10,90 | 10,90 | 10,90

= 0,55 8,02 | 802 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

z 0,60 802 | 802 | 1090 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

S 0,63 802 | 802 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

z 0,70 8,02 | 802 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

= 0,75 802 | 802 | 1090 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

z 0,88 802 | 802 | 1090 | 10,90 | 10,90 | 10,90 | 10,80 | 10,90

1,00 802 | 802 | 10,90 | 109 | 10,90 | 10,90 | 10,90 | 10,90

30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0.7

LT 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
28 50 1,2 1,2 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 1.4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
P 70 16 1,6 1,6 1,6 1,6 1,6 1,6 1,6
2aGQ0F 80 1,8 1,8 1,8 1.8 1,8 1,8 1.8 1,8
2 g 3 E 9 2.1 2.1 2.1 2.1 2.1 2.1 2,1 2.1
§ g)E 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<3 110 2,5 2,5 25 2,5 2,5 25 2,5 2,5
§ :’.} 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
° 130 3,0 3,0 3.0 3.0 3.0 3,0 3,0 3,0
>140 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

Fastening screws for sandwich panels Annex 52

Self-drilling screws ESPS-20-Z 6,3/5,5xL with hexagon head and washer

Z19, 722, 725 or Z29 and saddle washer ESW
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm) ma
Washer: Z16 — carbon steel washer with EPDM ring %W
Component i $280GD, S320GD or S350GD — EN 10346 630 :‘
1 1
Componentll:  S235 - EN 10025-1

$280GD, S320GD or S350GD — EN 10346 =

“1.50
L.us

+0,20
16,00 350

Drilling capacity: Z(tne *+ t1) S 20 mm = .
55055 =
Timber substructures —
no performance assessed ‘
I <
|
|
|
tyg [mm] 4,00 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00
0,40 084 | 0,84 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
z 0,60 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
& 0,63 1,90 | 1,90 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 | 1,99 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40
T 0,50 253 | 2,53 2,53 2,53 2,53 2,53 2,53 2,53
£ 0,55 253 | 253 2,53 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 | 277 2,77 2,77 2,77 2,77 2,77 2,77
kS 0,63 277 | 277 2,77 2,77 2,77 2,77 2,77 2,77
Z 0,70 2,89 | 2,89 2,89 2,89 2,89 2,89 2,89 2,89
> 0,75 2,89 | 2,89 2,89 2,89 2,89 2,89 2,89 2,89
z 0,88 289 | 2,89 2,89 2,89 2,89 2,89 2,89 2,89
1,00 427 | 427 4,27 4,27 427 427 427 427
30 0,7 0,7 0.7 0.7 0.7 0.7 0,7 0.7
. T 40 0,9 0,9 0,9 0,9 0,9 0.9 0.9 0.9
°8 50 12 | 1.2 1,2 1,2 1.2 1.2 1.2 1.2
é 5 60 1,4 1,4 14 1,4 1,4 1,4 1,4 1,4
83, 70 1,6 1,6 1,6 1,6 16 1,6 1,6 1,6
28 §§ 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g SE 90 2.1 2,1 2.1 2.1 2.1 2,1 21 2.1
3 95 100 2,3 2,3 2,3 2.3 2,3 2.3 2,3 2,3
£5 110 2,5 2,5 2,5 2,5 2,5 25 2,5 2,5
é % 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
o 130 3,0 3,0 3,0 3.0 3.0 3,0 3,0 3,0
2140 32 32 3.2 32 3.2 3.2 3.2 3.2
Fastening screws for sandwich panels Annex 53

Self-drilling screws ESPS-20-Z 6,3/5,5xL. with hexagon head and washer
216
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Materials o
Fastener: carbon steel - SAE1022, quenched, tempered -] \-~/
and coated: galvanized (12 pm) ]
Washer: Z16 — carbon steel washer with EPDM ring ”‘ n
Linear washer: ELW-Z made of carbon steel — Ro> 2 200 MPa :f:
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506 |-
Component I: $280GD, S320GD or S350GD — EN 10346 - \’/
Componentll:  S235 —EN 10025-1
$280GD, S$320GD or S350GD — EN 10346
Drilling capacity: Z(tnz + ty) £ 20 mm
Timber substructures
no performance assessed
tyn [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
] 0,63 1,90 1,90 1,90 1,90 1,90 1,80 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
Ef 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
€ 0,50 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
E 0,55 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
Z 0,60 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
8 0,63 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
g 0,70 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
'E 0,75 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
=z 0,88 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
1,00 8,02 8,02 12,02 12,02 12,02 12,02 12,02 12,02
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
- O 40 0.9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
23 50 1,2 1,2 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
%_§ eF 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 = é E 920 2,1 21 2,1 2,1 2,1 2,1 2,1 2,1
§ =¥ 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<73 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
s 2 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
ES 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 54

Self-drilling screws ESPS-20-Z 6,3/5,5xL. with hexagon head and washer

Z16 and linear washer ELW-Z or ELW-S
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Washer: 216 — carbon steel washer with EPDM ring

Saddle washer: ESW made of aluminum

Component [: 8280GD, S320GD or S350GD — EN 10346

Component ll:  $235 - EN 10025-1
$S280GD, S320GD or S350GD - EN 10346

Drilling capacity:

Z(tnz + tu) <20 mm

Timber substructures
no performance assessed

-
\&

V=M
EF

t [mm] 400 | 500 | 600 | 800 | 10,00 | 12,00 | 16,00 | 19,00

0,40 084 | 084 | 084 | 084 | 084 | 084 | 084 | 084

= 0,50 172 | 1,72 | 172 | 172 | 172 | 1,72 | 172 | 1,72

£ 0,55 172 | 1,72 | 1,72 | 172 | 172 | 1,72 | 172 | 172

2 0,60 172 | 1,72 | 172 | 172 | 172 | 1,72 | 172 | 1,72

5 0,63 190 | 190 | 19 | 190 | 19 | 19 | 190 [ 190

z 0,70 199 | 199 | 19 | 100 | 19 | 19 | 19 | 19

e 0,75 2690 | 269 | 269 | 260 | 269 | 269 | 269 | 269

P 0,88 2,69 | 269 | 269 | 269 | 269 | 269 | 269 | 269
1,00 310 | 310 | 310 | 310 | 310 | 310 | 310 | 3,10

0,40 802 | 802 | 1053 | 10,53 | 10,53 | 10,53 | 10,53 | 10,53

= 0,50 802 | 802 | 1092 | 1092 | 1092 | 10,92 | 1092 | 10,92

£ 0,55 802 | 802 | 10,92 | 10,92 | 10,92 | 10,82 | 10,92 | 10,92

Z 0,60 802 | 802 | 1092 | 10,92 | 10,92 | 1092 | 10,92 | 10,92

8 0,63 802 | 802 | 1092 | 1092 | 1092 | 10,92 | 1092 | 10,92

Z 0,70 802 | 802 | 1092 | 1092 | 10,92 | 10,92 | 1092 | 10,92

< 075 802 | 802 | 1092 | 10,92 | 10,92 | 10,92 | 10,82 | 10,92

2 0,88 802 | 802 | 1092 | 10,092 | 10,02 | 10,92 | 10,92 | 10,92

1,00 802 | 802 | 1092 | 10,92 | 10,82 | 10,92 | 10,92 | 10,92

30 0,7 07 0,7 07 07 07 0,7 07

. B 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 09
g 50 12 | 1.2 1,2 1.2 1,2 1.2 1.2 1.2
55 60 1.4 14 1,4 1.4 1.4 1.4 14 14
82, 70 16 1.6 16 16 16 16 1.6 1.6
gcé¢ 80 1.8 1,8 18 1,8 1.8 1.8 18 18
Lc3E 90 2.1 2.1 2.1 X 2.1 2.1 2.1 2.1
8 o= 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<35 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2.8
€S 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 32 3.2 3.2 3,2 3.2 32

Fastening screws for sandwich panels Annex 55

Self-drilling screws ESPS-20-Z 6,3/5,5xL with hexagon head and washer
Z16 and saddle washer ESW
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Materials
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with iR
PREMIUM coating
Washer: A19, A22, A25, A29 — aluminum washer with =
EPDM ring £:30 S
Component I: $280GD, S320GD or S350GD - EN 10346 = 3
Component ll:  $235 - EN 10025-1 =
S$280GD, $320GD or $350GD —EN 10346 === 219,0008
Drilling capacity: Z(tnz + tu) < 20 mm e gl -
Timber substructures 1 [
no performance assessed i
1 o
| &
fan [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
'E 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,81 1,81 1,81 1,81 1,81 1,81 1,81 1,81
5 0,50 4,14 4,14 4,14 4,14 4,14 4,14 4,14 414
£ 0,55 4,14 4,14 4,14 4,14 4,14 4,14 4,14 4,14
Z 0,60 4,14 4,14 4,14 4,14 414 4,14 4,14 4,14
s 0,63 5,10 5,10 5,10 5,10 5,10 5,10 5,10 5,10
g 0,70 5,50 5,50 5,50 5,50 5,50 5,50 5,50 5,50
E 0,75 7,70 7,70 7,70 7,70 7,70 7,70 7,70 7,70
z 0,88 7,70 7,70 7,70 7,70 7,70 7,70 7,70 7,70
1,00 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
4T 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
=3 50 1,2 1,2 1,2 1,2 1.2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
S8CF 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g SE 90 2,1 2,1 2,1 2,1 2,1 2,1 2.1 2,1
§ g)"c‘ 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<75 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
§ é’ 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
© 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3.2 3,2 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 56

Self-drilling screws ESPS-20-P 6,3/5,5xL with hexagon head and washer

A19, A22, A25 or A29
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Materials 1
Fastener: carbon steel — SAE1022, quenched, tempered ] ’—\-~—/
and coated: galvanized with PREMIUM
coating 2 .
Washer: A19, A22, A25, A29 — aluminum washer with | @
EPDMring
Linear washer: ELW-Z made of carbon steel — Ry = 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 - EN ISO T -
3506 T~
Component I: S$280GD, S320GD or S350GD — EN 10346
Component fl:  $235 - EN 10025-1
$280GD, $320GD or S350GD — EN 10346
Drilling capacity: Z(tno + 1) <20 mm
Timber substructures
no performance assessed
o [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
Z‘ 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
~ 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
£ 0,50 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
£ 0,55 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
Z 0,60 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
S 0,63 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
g 0,70 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
Ef 0,75 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
z 0,88 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
1,00 7.78 7,78 7,78 7,78 7,78 7,78 7,78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
. T 40 0.9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
S8 50 12 | 1.2 1.2 1.2 1.2 1.2 1.2 1.2
é 5 60 1,4 1,4 1,4 1,4 14 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
a82F 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
Z g S E 90 2,1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
E gg 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<9 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
€3 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3.2 3.2 3.2 3.2 3.2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 57

Self-drilling screws ESPS-20-P 6,3/5,5xL with hexagon head and washer
A19, A22, A25 or A29 and linear washer ELW-Z or ELW-S
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Materials w
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating
Washer: A19, A22, A25, A29 — aluminum washer with s
EPDM ring
Saddle washer: ESW made of aluminum
Componentl:  S280GD, $320GD or S350GD ~ EN 10346 Q .
Component ll:  S235 - EN 10025-1 2
$280GD, $320GD or S350GD — EN 10346 =
Drilling capacity: Z{tnz + ) < 20 mm ]
Timber substructures H
no performance assessed g
tau [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 | 084 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
=z 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
= 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 8,02 8,02 10,14 10,14 10,14 10,14 10,14 10,14
T 0,50 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
E 0,55 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
E," 0,60 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
S 0,63 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
g 0,70 8,02 8,02 10,20 10,90 10,90 10,90 10,90 10,90
E{ 0,75 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
z 0,88 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
1,00 8,02 8,02 10,90 10,90 10,90 10,90 10,90 10,90
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
. © 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
28 50 12 | 12 | 12 1,2 1.2 12 1.2 1.2
8 5 60 1,4 1,4 1,4 1,4 1,4 1,4 14 1,4
5% ®» 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
Sséy 80 18 | 18 | 18 | 18 18 18 18 18
L223E 90 2,1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
3 5= 100 23 | 23 | 23 2,3 2,3 2,3 2.3 2.3
= 'CC_J 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
53 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
EZ 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3,2 3,2 3,2 3,2
Fastening screws for sandwich panels Annex 58

Self-drilling screws ESPS-20-P 6,3/5,5xL with hexagon head and washer

A19, A22, A25 or A29 and saddie washer ESW
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating -
Washer: A16 — aluminum washer with EPDM ring
Component [: $280GD, S320GD or S350GD — EN 10346
Componentil: $235-EN 10025-1
$280GD, $320GD or S350GD — EN 10346
18,00 530
&
Drilling capacity: S(tyz + t) <20 mm -
Timber substructures
no performance assessed
tnn [mm]) 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
ks 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
'_;: 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40
T 0,50 2,53 2,53 2,53 2,53 2,53 2,53 2,53 2,53
£ 0,55 2,53 2,53 2,53 2,53 2,53 2,53 2,53 2,53
z 0,60 2,77 2,77 2,77 2,77 2,77 2,77 2,77 2,77
.§ 0,63 2,77 2,77 2,77 2,77 2,77 2,77 2,77 2,77
g 0,70 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
E_ 0,75 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
z 0,88 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
1,00 4,27 4,27 4,27 4,27 4,27 4,27 4,27 4,27
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
- B 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
c8 50 12 | 12 1.2 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
824 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
£5¢F 80 18 | 18 | 18 18 18 18 18 18
2 c SE 90 2.1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
§ §)"C" 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<9 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
38 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3.0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3.2 3,2 3.2 3.2 3,2 3,2 3.2 3,2
Fastening screws for sandwich panels Annex 59
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Materials
Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with PREMIUM
coating
Washer: A16 — aluminum washer with EPDM ring
Linear washer: ELW-Z made of carbon steel = Ro 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506
Component |I: S$280GD, S320GD or S350GD — EN 10346
Component Il: 5235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346
Drilling capacity: Z(tne + ty) <20 mm
Timber substructures

no performance assessed

ty [mm] 400 | 500 | 600 | 800 | 10,00 | 12,00 | 16,00 | 19,00

0,40 084 | 084 | 084 | 084 | 084 | 084 | 084 | 084

= 0,50 172 | 1,72 | 172 | 1,72 | 1,72 1,72 1,72 1,72

E 0,55 172 | 172 | 172 | 1,72 | .72 1,72 1,72 1,72

2 0,60 172 | 172 | 1,72 | 1,72 | 1.72 1,72 1,72 1.72

5 0,63 1,00 | 190 | 1,90 | 1,90 1,80 1,90 1,90 1,90

z 0,70 109 | 1,99 | 1,99 | 1,99 | 1,99 1,99 1,99 1,99

e 0,75 269 | 269 | 269 | 269 | 269 | 269 | 269 | 269

= 0,88 269 | 269 | 269 | 269 | 269 | 269 | 269 | 269
1,00 310 | 310 | 310 | 3.10 | 310 | 310 | 3,10 | 3,10

0,40 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

T 0,50 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

E 0,55 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

=z 0,60 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

ks 0,63 802 | 802 | 12,02 | 1202 | 12,02 | 12,02 | 12,02 | 12,02

z 0,70 8.02 | 802 | 12,02 | 1202 | 12,02 | 12,02 | 12,02 | 12,02

I 0,75 8.02 | 802 | 12,02 | 1202 | 12,02 | 12,02 | 12,02 | 12,02

z 0,88 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

1,00 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

30 0,7 0,7 0.7 0.7 0.7 0.7 0,7 0.7

. 40 0,9 0.9 0,9 0,9 0,9 0,9 0,9 0,9
S8 50 12 | 12 1.2 1,2 1.2 1,2 1.2 1,2
é 5 60 14 14 14 1,4 1,4 1,4 1,4 1,4
33, 70 16 16 1,6 1.6 1,6 16 16 1.6
Is5eF 80 1,8 18 18 1.8 1.8 1.8 1.8 1,8
2 g 3 E 20 2.1 2.1 2.1 2.1 2.1 2.1 2.1 2.1
3 95 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
£35 110 2,5 25 25 2,5 2,5 2,5 25 25
é 2 120 2.8 2,8 2.8 2,8 2.8 2,8 2,8 2,8
3 130 3,0 3,0 3,0 3.0 3.0 3,0 3,0 3,0
2140 3.2 3,2 3.2 3.2 3.2 3.2 3.2 3,2

Fastening screws for sandwich panels Annex 60
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating

Washer: A16 — aluminum washer with EPDM ring
Saddle washer: ESW made of aluminum
Component I: $280GD, S320GD or S350GD ~ EN 10346

Componentl:  $235—EN 10025-1
S280GD, $320GD or S350GD —~ EN 10346

Drilling capacity: T(tne + 1) £20 mm g f @ i
Timber substructures q ™
no performance assessed ] -
|
ti [mm] 4,00 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00
0,40 0,84 | 0,84 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 | 1,90 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 | 1,99 1,99 1,99 1,99 1,99 1,99 1,99
> 0,75 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 269 | 269 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 802 | 802 | 10,53 | 10,53 | 10,53 | 10,53 | 10,53 | 10,53
= 0,50 802 | 802 | 10,92 | 1002 | 1092 | 10,92 | 10,92 | 10,92
£ 0,55 802 | 802 | 1092 | 1002 | 1092 | 10,92 | 10,92 | 10,92
Z 0,60 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,02 | 10,92
8 0,63 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
z 0,70 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
= 0,75 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
z 0,88 802 | 802 | 10,92 | 10,92 | 10,92 | 10,02 | 10,92 | 10,92
1,00 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 1092 | 10,92
30 07 0,7 0,7 0,7 0,7 0,7 0,7 0,7
. B 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
c8 50 12 | 12 1,2 1.2 1,2 1,2 1,2 1.2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
83 g 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
g§ °oF 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g E’ £ 90 2.1 2,1 2,1 2.1 2,1 2,1 2.1 2.1
§ e 100 2,3 2,3 2,3 2,3 2,3 2,3 2.3 2,3
<3 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
58 120 2.8 2,8 2,8 2,8 2,8 2,8 2.8 2.8
E3 130 3.0 3,0 3.0 3,0 3,0 3,0 3,0 3.0
2140 3,2 32 32 3.2 32 32 3.2 3,2
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $19, §22, 525, 529 - stainless steel washer

with EPDM ring

Component I: S$280GD, $320GD or S350GD ~ EN 10346

Component Il: ~ S235 — EN 10025-1
$S280GD, $320GD or S350GD - EN 10346

Drilling capacity:

Z(th + t||) <20 mm

Timber substructures
no performance assessed

L.1s0

4020
218,002

tan [mm] 400 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00
0,40 084 | 0,84 0,84 0,84 0,84 0,84 0,84 0,84

= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

= 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72

S 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90

= 0,70 1,99 1,99 1,99 1,99 1,99 1,09 1,99 1,99

E 0,75 2,690 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 | 269 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10

0,40 1,81 1,81 1,81 1,81 1,81 1,81 1,81 1,81

= 0,50 414 | 4,14 4,14 414 4,14 414 4,14 414

£ 0,55 414 | 414 4,14 4,14 414 414 414 414

Z 0,60 414 | 414 414 414 4,14 4,14 414 4,14

S 0,63 510 | 5,10 5,10 5,10 5,10 5,10 5,10 5,10

z 0,70 550 | 5,50 5,50 5,50 5,50 5,50 5,50 5,50

= 0,75 770 | 7,70 7,70 7,70 7,70 7,70 7,70 7.70

z 0,88 770 | 7,70 7,70 7,70 7.70 7,70 7,70 7,70
1,00 778 | 7,78 7.78 7.78 7.78 7,78 7.78 7,78

30 0,7 0,7 0.7 0.7 0.7 0,7 0.7 0.7

. T 40 0,9 0,9 0,9 0,9 0.9 0,9 0,9 0,9
28 50 12 | 12 1.2 1.2 1.2 12 1,2 1.2
é 5 60 1,4 14 14 14 14 14 14 14
83 o 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
25¢E 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g SE 90 2,1 2,1 2,1 2,1 2,1 2,1 2.1 2,1
?; 95 100 2.3 2.3 2,3 2,3 2,3 2.3 2,3 2,3
<3 110 2,5 25 2,5 2,5 2,5 2,5 2,5 25
§ :3.) 120 2.8 2.8 2,8 2.8 2.8 2.8 2,8 2,8
o 130 3.0 3.0 3,0 3,0 3.0 3,0 3,0 3,0
2140 3.2 32 3.2 3,2 3.2 3,2 3.2 3.2

Fastening screws for sandwich panels Annex 62

Self-drilling screws ESPS-20-SP 6,3/5,5xL with hexagon head and washer

$19, S22, S25 or S29

of European
Technical Assessment
ETA-16/0734




Page 67 of European Technical Assessment ETA-16/0734, issued on 29/12/2020

Materials

Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized with SUPER
PREMIUM coating

Washer: S$19, 822, §25, S29 - stainless steel washer
with EPDM ring

Linear washer: ELW-Z made of carbon steel — Rq» 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO

1,20
-

3506 N
Componentl:  $280GD, S320GD or S350GD — EN 10346
Componentll:  S235 - EN 10025-1
$280GD, $320GD or S350GD — EN 10346
Drilling capacity: Z(tnz + 1) <20 mm
Timber substructures
no performance assessed
tn,n [mm] 4,00 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 172 | 172 1,72
S 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,80
3 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
E 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 7,78 7,78 7,78 7,78 7,78 7,78 7.78 7,78
= 0,50 7,78 7,78 7,78 7,78 7.78 7,78 7,78 7,78
E 0,55 7,78 7,78 7,78 7.78 7,78 7,78 7,78 7.78
z 0,60 7,78 7,78 7,78 7,78 7,78 7,78 7,78 7.78
k<] 0,63 7,78 7,78 7,78 7.78 7,78 7,78 7,78 7.78
z 0,70 7.78 7.78 7,78 7,78 7.78 7,78 7,78 7,78
E 0,75 7,78 7,78 7.78 7.78 7,78 7,78 7,78 7,78
z 0,88 7,78 7,78 7,78 7.78 7,78 7.78 7,78 7.78
1,00 7.78 7.78 7,78 7,78 7,78 7,78 7.78 7,78
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
<3 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
<S8 50 1,2 1,2 1,2 1,2 1,2 1,2 1,2 1.2
E 5 60 14 1,4 14 14 1.4 1,4 1,4 14
82 o 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
o5 §€ 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
2 g S E 90 2,1 21 2,1 2,1 2,1 2,1 2,1 2,1
B 95 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2.3
<35 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
é § 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
° 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 3,2 3,2 3,2 3.2 3,2 3,2
Fastening screws for sandwich panels Annex 63
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $19, 822, S25, S29 — stainless steel washer

with EPDM ring
Saddle washer: ESW made of aluminum

Componentl:  S280GD, S320GD or S350GD ~ EN 10346

Component ll: 8235 - EN 10025-1
$280GD, S320GD or S350GD — EN 10346

Drilling capacity:

z(th + tu) <20 mm

Timber substructures
no performance assessed

tai [mm] 4,00 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00

0,40 0,84 | 0,84 0,84 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 | 1.72 1,72 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 | 172 1,72 1,72 1,72 1,72 1,72 1,72

2 0,60 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72

S 0,63 1,90 | 1,90 1,90 1,90 1,90 1,90 1,90 1,90

Z 0,70 1,99 | 1,99 1,99 1,99 1,99 1,99 1,99 1,99

e 0,75 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,690 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10

0,40 802 | 802 | 10,14 | 10,14 | 10,14 | 1014 | 10,14 | 10,14

= 0,50 802 | 802 | 1090 | 1090 | 1090 | 10,90 | 10,90 | 10,90

£ 0,55 802 | 802 | 1090 | 1090 | 10,90 | 10,90 | 10,90 | 10,90

z 0,60 802 | 802 | 1090 | 109 | 10,90 | 10,90 | 10,90 | 10,90

8 0,63 802 | 802 | 1090 | 1090 | 10,90 | 10,90 | 10,90 | 10,90

z 0,70 802 | 802 | 10,90 | 1090 | 10,90 | 10,90 | 10,90 | 10,90

5 0,75 802 | 802 | 1090 | 1090 | 10,90 | 10,90 | 10,90 | 10,90

z 0,88 802 | 802 | 109 | 10,90 | 10,90 | 10,90 | 10,90 | 10,90

1,00 802 | 802 | 10,90 | 1090 | 10,90 | 10,90 | 10,80 | 10,90

30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7

. ® 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0.9
28§ 50 12 | 12 | 12 1.2 1.2 1.2 1.2 1,2
é 5 80 1,4 1,4 1,4 14 1,4 1,4 1,4 1,4
g3 2 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 16
S5eE 80 1,8 1,8 1,8 18 1,8 1,8 1,8 1,8
2 g 3 E 20 2.1 2,1 2.1 2.1 2.1 2.1 2.1 2.1
g 505 100 23 2,3 2,3 2,3 2,3 2,3 2,3 2.3
<3 110 25 2,5 25 2,5 2,5 2,5 2,5 2,5
52 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
ES 130 3,0 3,0 3,0 3.0 3,0 3,0 3,0 3,0
>140 32 32 3.2 32 3.2 32 3.2 32
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Materials 8
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating
Washer: $16 — stainless steel washer with EPDM ring .
Component [ $280GD, S320GD or S350GD — EN 10346
Componentll: ~ $235 — EN 10025-1 =7
$280GD, $320GD or S350GD - EN 10346 11,00
= 16,00 020
Drilling capacity: Z(tng + ty) <20 mm
Timber substructures
no performance assessed
tnn [mm] 4,00 5,00 6,00 8,00 10,00 12,00 16,00 19,00
0,40 0,84 0,84 0,84 0,84 0,84 0,84 0,84 0,84
= 0,50 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
£ 0,55 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 1,72 1,72 1,72 1,72 1,72 1,72 1,72
8 0,63 1,90 1,90 1,90 1,90 1,90 1,90 1,90 1,90
g 0,70 1,99 1,99 1,99 1,99 1,99 1,99 1,99 1,99
‘E 0,75 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40 1,40
T 0,50 2,53 2,53 2,53 2,53 2,53 2,53 2,53 2,53
E 0,55 2,53 2,53 2,53 2,53 2,53 2,53 2,53 2,53
Z 0,60 2,77 2,77 2,77 2,77 2,77 2,77 2,77 2,77
] 0,63 2,77 2,77 2,77 2,77 2,77 2,77 2,77 2,77
g 0,70 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
E 0,75 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
z 0,88 2,89 2,89 2,89 2,89 2,89 2,89 2,89 2,89
1,00 4,27 4,27 4,27 4,27 4,27 4,27 4,27 4,27
30 0.7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
. ® 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
28 50 12 | 1.2 1,2 1,2 1,2 1,2 1,2 1,2
é 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
g3 @ 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
L5 e 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
3 g S E 90 2,1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
§ 8’5 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<9 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
338 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
E3 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3.2 3.2 3,2 3.2 3.2 3.2 3,2
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Materials
Fastener:

Washer:

Linear washer:

Component I:

Component Il

carbon steel — SAE1022, quenched, tempered
and coated: galvanized with SUPER
PREMIUM coating

S$16 — stainless steel washer with EPDM ring

ELW-Z made of carbon steel — Roz 2 200 MPa
and galvanized min. 200 g/m?

ELW-S made of stainless steel A2 — EN SO
3506

S$280GD, S320GD or S350GD — EN 10346

5235 - EN 10025-1
$280GD, $320GD or S350GD ~ EN 10346

Drilling capacity:

Z(th + t[l) <20 mm

Timber substructures

no performance assessed

Self-drilling screws ESPS-20-SP 6,3/5,5xL with hexagon head and washer

S16 and linear washer ELW-Z or ELW-S

ty [mm] 4,00 | 5,00 6,00 8,00 | 10,00 | 12,00 | 16,00 | 19,00

0,40 0,84 | 084 0,84 0,84 0,84 0,84 0,84 0,84

T 0,50 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72

£ 0,55 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72

z 0,60 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72

8 0,63 1,90 | 1.90 1,90 1,90 1,90 1,90 1,90 1,90

z 0,70 1,9 | 1,99 1,99 1,99 1,99 1,99 1,99 1,99

E 0,75 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69

> 0,88 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10

0,40 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

= 0,50 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

E 0,55 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

Z 0,60 802 | 802 | 12,02 | 12,02 | 1202 | 12,02 | 12,02 | 12,02

8 0,63 802 | 802 [ 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

4 0,70 802 | 802 [ 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

~ 0,75 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

z 0,88 802 | 802 [ 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

1,00 802 | 802 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02 | 12,02

30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7

. 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0.9
<8 50 1,2 1,2 1,2 1,2 1,2 1,2 1,2 1,2
g 5 60 1,4 1,4 1,4 1,4 1,4 1,4 1,4 1,4
832 o 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
28 CF 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
5 g S E 90 2,1 2,1 2,1 2,1 2,1 2,1 2,1 2,1
g 95 100 2,3 2,3 2,3 2,3 2,3 2,3 2,3 2,3
<3 110 2,5 25 2,5 2,5 2,5 2,5 25 2,5
52 120 2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8
ES 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
>140 3,2 3,2 3,2 3,2 3,2 3,2 32 3,2

Fastening screws for sandwich panels Annex 66
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Materials w
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating
Washer: S$16 — stainless steel washer with EPDM ring
Saddle washer: ESW made of aluminum
Component I: S$280GD, S320GD or S350GD — EN 10346 /\/{

Component Il:  $235 — EN 10025-1
$280GD, S320GD or S350GD — EN 10346

T

Drilling capacity: Z(tnz + ty) <20 mm i /E?\ b
Timber substructures
no performance assessed ,D
tnn [mm] 4,00 | 5,00 6,00 8,00 10,00 | 12,00 | 16,00 | 19,00
0,40 0,84 | 084 0,84 0,84 0,84 0,84 0,84 0,84
T 0,50 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
E 0,55 172 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
2 0,60 1,72 | 1,72 1,72 1,72 1,72 1,72 1,72 1,72
8 0,63 1,9 | 1,90 1,90 1,90 1,90 1,90 1,90 1,90
z 0,70 1,99 | 1,99 1,99 1,99 1,99 1,99 1,99 1,99
= 0,75 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
> 0,88 2,69 | 2,69 2,69 2,69 2,69 2,69 2,69 2,69
1,00 3,10 | 3,10 3,10 3,10 3,10 3,10 3,10 3,10
0,40 802 | 802 | 1053 | 1053 | 1053 | 10,53 | 10,53 | 10,53
= 0,50 802 | 802 | 1092 | 1092 | 1092 | 1092 | 10,92 | 10,92
E 0,55 802 | 802 | 10,92 | 1092 | 1092 [ 10,92 | 10,92 | 10,92
2 0,60 802 | 802 | 1002 | 10,92 | 1092 | 10,92 | 10,92 | 10,92
S 0,63 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
z 0,70 802 | 802 | 1092 | 10,92 | 1092 | 10,92 | 1092 | 10,92
= 0,75 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
z 0,88 802 | 802 | 10,92 | 10,92 | 1092 | 10,92 | 1092 | 10,92
1,00 802 | 802 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92 | 10,92
30 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7
. D 40 0,9 0,9 0,9 0,9 0,9 0,9 0,9 0,9
<8 50 12 | 1.2 1,2 1.2 1,2 1,2 1,2 1.2
8 5 60 1,4 1,4 1,4 1.4 1.4 1,4 1,4 14
§;§, » 70 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6
a5 §E 80 1,8 1,8 1,8 1,8 1,8 1,8 1,8 1,8
gc 3E 90 2.1 21 21 2.1 2.1 2.1 2.1 2.1
§ o™ 100 2,3 2,3 2,3 2,3 2,3 2,3 23 2,3
<35 110 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
s 2 120 2,8 2.8 2,8 2.8 2,8 2,8 2,8 2,8
£3 130 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
2140 3,2 3,2 3,2 3,2 3.2 3.2 3,2 3,2
Fastening screws for sandwich panels Annex 67

Self-drilling screws ESPS-20-SP 6,3/5,5xL. with hexagon head and washer
S$16 and saddle washer ESW
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Materials P
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm) 01O T
Washer: 219, Z22, 725, Z29 - carbon steel washer i
with EPDM ring 700 f':l -
Component I $280GD, $320GD or S350GD — EN 10346 ' [
Component ll:  construction wood C24 — EN 14081 =1 -
=
'r ?E 219,002
Drilling capacity: Z(tne + ) <2 x 1,00 mm .
. 630»0.15 .‘2:’ :’;’
Timber substructures T
For timber structures performance assessed with
My,Rk = 8,91 Nm "
faxk = 14,408 N/mm? for I = 40 mm
8
wog %;I:ss Effective length ls2 40 mm
0,40 0,84*
= 0,50 1,72*
E 0,55 1,72*
Z 0,60 1,72%
8 0,63 1,90*
z 0,70 1,99* =z
= c C
= 0,75 2,69¢ g0
> 0,88 2,69* 28
1,00 3,107 £8
0,40 1,81% 5 %5
= 0,50 3,63* pQ
£ S S
E 0,55 3,63* = w
= 0,60 3,63" &
L 0,63 3,63**
é 0,70 3,63
- 0,75 3,63*
=z 0,88 3,63*
1,00 3,63
30 0.7
2T 40 0,9
=g 50 1,2
c
GEJ 5 60 1,4
83 g 70 1,6
ac -
28 Qg 80 1,8
sco & 90 2,1
8 o 100 23
<5 110 2,5
s % 120 2,8
S 130 3.0
2140 3,2
Fastening screws for sandwich panels
9 P Annex 68

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer

219, 722, 725 or Z29
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Materials
Fastener:

Washer:

Linear washer:

Component I:

Component |l:

carbon steel — SAE1022, quenched, tempered

and coated: galvanized (12 ym)

Z19, 222, Z25, Z29 - carbon steel washer with ET

EPDM ring

ELW-Z made of carbon steel — R 2 200 MPa

and galvanized min. 200 g/m®

ELW-S made of stainless steel A2 — EN ISO

3506

S$280GD, $320GD or S350GD — EN 10346
construction wood C24 — EN 14081

8

=1,20

Y

3

Drilling capacity:

Z(tnz + ty) £2 x 1,00 mm

Timber substructures

For timber structures performance assessed with

My,Rk = 8,91 Nm

faxx= 14,408 N/mm? for ls = 40 mm

AR

AN
L.

N
[N
[=]
[~1

wo:%;liass Effective length les= 40 mm
0,40 0,84*
T 0,50 1,72
£ 0,55 1,72
Z 0,60 1,72*
ke] 0,63 1,00
g 0,70 1,99* = ?E
% 0,75 2,69 & ¢
> 0,88 2,69* 8 8
1,00 3,10° 5 §
0,40 3,63* %
= 0,50 3,63** o @
5 3
E 0,55 3,63* =5
Z 0,60 3,63 ol S
8 0,63 3,63
z 0,70 3,63
E 0,75 3,63**
4 0,88 3,63
1,00 3,63*
30 0.7
. B 40 0,9
S8 50 1.2
é 5 60 14
83, 70 1,6
Scoz | 8 1.8
535k :
5 5 _E:q = a0 2,1
g 2% 100 2,3
<3 110 2,5
53 120 2,8
EZ 130 3.0
>140 3.2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer

219, 722, 725 or Z29 and linear washer ELW-Z or ELW-S

Annex 69
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Washer: 219, Z22, 725, Z29 — carbon steel washer

with EPDM ring

Saddle washer: ESW made of aluminum

Component I: $280GD, S320GD or S350GD - EN 10346

Component il:  construction wood C24 — EN 14081

W

Drilling capacity: Z(tnz + ) 2 x 1,00 mm

Timber substructures
For timber structures performance assessed with

S

My,Rk = 8,91 Nm
Tk = 14,408 N/mm? for I = 40 mm
wood class .
> C24 Effective length ler2 40 mm
0,40 0,84*
T 0,50 1,72
E 0,55 1,72
Z 0,60 1,72*
8 0,63 1,90*
z 0,70 1,99* ==
= 0,75 2,69* & o
c C
> 0,88 2,69 g2 8
1,00 3,10* § §
0,40 3,63 g
= 0,50 3,63 o @
E 33
£ 0,55 3,63 T D
Z 0,60 3,63* Cal
S 0,63 3,63
z 0,70 3,63
= 0,75 3,63
z 0,88 3,63**
1,00 3,63
30 0,7
— 40 0,9
28 50 1,2
S5 60 1,4
TR 70 1,6
g9
aglE 80 1,8
58 £ 90 2,1
§ 2> 100 2,3
<7 110 2,5
é g 120 2,8
© 130 3.0
2140 32

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer

Z19, 722, Z25 or Z29 and saddle washer ESW

Annex 70
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Materials E’
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm) TT B
Washer: Z16 — carbon steel washer with EPDM ring g
Component |: $280GD, $320GD or S350GD - EN 10346
Component ll:  construction wood C24 — EN 14081 |(@|
g8 18,00 52
Drilling capacity: Z(tne + 1) <2 x 1,00 mm
Timber substructures
For timber structures performance assessed with
My,Rk = 8,91 Nm
faxx = 14,408 N/mm? for |t 2 40 mm
wood class .
> C24 Effective length ler2 40 mm
0,40 0,84*
= 0,50 1,72*
£ 0,55 1,72*
Z 0,60 1,72*
8 0,63 1,90%
z 0,70 1,99* ==
e 0,75 2,69" & o
> * s 5
0,88 2,69 8 8
1,00 3,10" § &
0,40 1,40* s 5
=) 0,50 2,53* o
£ 3 =2
E 0,55 2,53* T
= oW
= 0,60 2,77* * i
8 0,63 2,77*
é 0,70 2,89*
2 0,75 2,89*
< 0,88 2,89*
1,00 3,63**
30 0,7
= T 40 0,9
2§ 50 1,2
= [« 5
QE’ 5 60 1,4
832 o 70 1,6
S P
S8 EE 80 1,8
552 £ 80 2,1
B o¥ 100 2,3
QL
< T 110 2,5
% 5
© o 120 2,8
=
o 130 3,0
2140 3,2
Fastening screws for sandwich panels
g P Annex 71

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer
216
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Materials 2 .
Fastener: carbon steel — SAE1022, quenched, tempered n ] \ rd
and coated: galvanized (12 pm) —
Washer: Z16 — carbon steel washer with EPDM ring
Linear washer: ELW-Z made of carbon steel — Ry =2 200 MPa iz
and galvanized min. 200 g/m® @
ELW-S made of stainless steel A2 - EN ISO
3506
Component [: S$280GD, S320GD or S350GD - EN 10346 )
Component ll:  construction wood C24 — EN 14081 -~ \//
Drilling capacity: Z(tne + 1) <2 x 1,00 mm
Timber substructures
For timber structures performance assessed with
My,Rk =8,91 Nm
faxk = 14,408 N/mm? for loe 2 40 mm 2200
wood class .
>C24 Effective length ler2 40 mm
0,40 0,84*
= 0,50 1,72¢
= 0,55 1,72¢
Z 0,60 1,72¢
8 0,63 1,90
z 0,70 1,99* ==
> 0,75 2,69 5 @
> % S g
0,88 2,69 a o
1,00 3,107 § 8
0,40 3,63* 5 B
= 0,50 3,63* g g
E 0,55 3,63* :a_, E
Z 0,60 3,63* * %
k) 0,63 3,63+
é 0,70 3,63*
= 0,75 3,63*
z 0,88 3,63*
1,00 3,63
30 0,7
LT 40 0,9
25 50 1,2
‘E o.
g 5 60 1,4
82y 70 1,6
g c @ -
-3 g S 80 1,8
58 E 90 2,1
T o¥ 100 2,3
o &
3 110 2,5
X &
T o 120 2,8
£ 0
© 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer
Z16 and linear washer ELW-Z or ELW-S

Annex 72
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Materials
Fastener:

Washer:
Saddle washer:
Component I:

Component II:

carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)

Z16 — carbon steel washer with EPDM ring

ESW made of aluminum

S280GD, S320GD or S350GD — EN 10346 )/\
A

construction wood C24 — EN 14081

Drilling capacity:

Z(tnz + 1) <2 x 1,00 mm

Timber substructures

For timber structures performance assessed with

My,Rk = 8,91 Nm
faxk = 14,408 N/mm? for |t 2 40 mm

S

—5
>
3 N
> w
o

wood class .
> C24 Effective length 1= 40 mm
0,40 0,84*
= 0,50 1,72
£ 0,55 1,72
Z 0,60 1,72*
8 0,63 1,90
z 0,70 1,99% - =
= 0,75 2,69" § &
> 0,88 2,69 28
1,00 3,10% £ &
O O
0,40 3,63* = 5
= 0,50 3,63 g2
£ 0,55 3,63* T ®
fc w
E: 0,60 3,63 s
k<] 0,63 3,63*
z 0,70 3,63
> 075 3,63
Z 0,88 3,63**
1,00 3,63
30 0.7
LD 40 0.9
c8 50 1,2
85 60 1.4
8=, 70 1.6
829
S g QE 80 1.8
2 c3E 90 2.1
£
g2 100 2.3
<5 110 2,5
X 5
- 120 2.8
° 130 3,0
2140 32

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-Z 7,0/6,3xL with hexagon head and washer

Z16 and saddle washer ESW
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Materials §'

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with T T B
PREMIUM coating S

Washer: A19, A22, A25, A29 — aluminum washer with 200 ﬁf'ﬁ -
EPDM ring £ / \

Component I S$280GD, S320GD or S350GD — EN 10346
Component |l:  construction wood C24 — EN 14081

19,0005

Drilling capacity: Ttz + 1) $2x 1,00 mm

Timber substructures
For timber structures performance assessed with

Myrk = 8,91 Nm
faxk = 14,408 N/mm? for lss = 40 mm

5,00

wood class .
> C24 Effective length lr2 40 mm
0,40 0,84
= 0,50 1,72
E 0,55 1,72*
Z 0,60 1,72*
8 0,63 1,90*
z 0,70 1,99* ==
= 0,75 2,69* § 8
> 0,88 2,69* g8
1,00 3,10 § §
0,40 1,81* 5 %5
= 0,50 3,63 g g
£ 0,55 3,63 T 5
Z 0,60 3,63** oz
S 0,63 3,63
z 0,70 3,63
~ 0,75 3,63
z 0,88 3,63**
1,00 3,63
30 0,7
I 40 0,9
25 50 1,2
"E [«
55 60 14
8324 70 1,6
252F 80 1,8
2 = g £ 90 2.1
T o= 100 2,3
[OR=
£5 110 2.5
% &
83 120 2,8
E o0
© 130 3,0
2140 32

Fastening screws for sandwich panels

Annex 74
Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer of European
A19, A22, A25 or A29 Technical Assessment

ETA-16/0734
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Materials
Fastener: carbon steel — SAE1022, quenched, tempered ] .
and coated: galvanized with PREMIUM [ AT T~
o | e
Washer: A19, A22, A25, A29 — aluminum washer with : . 3= '
EPDM ring T
Linear washer: ELW-Z made of carbon steel — Ro2 2 200 MPa @
and galvanized min. 200 g/m? =2 \QS
ELW-S made of stainless steel A2 — EN ISO —
3506
Componentl:  S280GD, S320GD or S350GD - EN 10346 =
Componentll:  construction wood C24 — EN 14081
Drilling capacity: T(tne + 1) <2 x 1,00 mm
Timber substructures
For timber structures performance assessed with
My,Rk = 8,91 Nm
faxk = 14,408 N/mm? for |t = 40 mm
ood class .
w > C24 Effective length lgs= 40 mm
0,40 0,84*
= 0,50 1,72*
E 0,55 1,72*
Z 0,60 1,72
8 0,63 1,90
z 0,70 1,99* ==
~ 0,75 2,69 )
= < ]
0,88 2,69 o o
1,00 3,10° § &
0,40 3,63** 55
= 0,50 3,63** o p
£ =2 =2
E, 0,55 3,63 T 5
Z 0,60 3,63** i
8 0,63 3,63
§ 0,70 3,63*
< 0,75 3,63*
z 0,88 3,63*
1,00 3,63*
30 0,7
. B 40 0,9
°8 50 1.2
é 5 60 1.4
o=, 70 1,6
T L8
?)’ g E 80 1,8
S g E E 90 2,1
Bo* 100 2,3
=
<5 110 2,5
X &
® o 120 2,8
£ O
© 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer
A19, A22, A25 or A29 and linear washer ELW-Z or ELW-S
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating

w

Washer: A19, A22, A25, A29 — aluminum washer with '

EPDM ring
Saddle washer: ESW made of aluminum

Component I: $280GD, $320GD or $350GD ~ EN 10346

o

=
z
| ¢
Component ll:  construction wood C24 — EN 14081 % < -
z > t
Drilling capacity: Z(tnz + 1) £2 x 1,00 mm gﬁ
D
Timber substructures (I‘
For timber structures performance assessed with
My,Rk =8,91 Nm
faxk = 14,408 N/mm? for I = 40 mm
ood cl .
w _: C;:ss Effective length lgrz 40 mm
0,40 0,84*
T 0,50 1,72%
E 0,55 1,72%
Z 0,60 1,72*
S 0,63 1,90*
z 0,70 1.99* - =
e 0,75 2,69" &
c C
> 0,88 2,69 g3 8
1,00 3.10° £ 8
o O
0,40 3,63* 55
—_ 0,50 3,63* oo
£ 5 5
E 0,55 3,63* T ®
= W L.
3 0,60 3,63* * %
S 0,63 3,63
é 0,70 3,63**
2 0,75 3,63**
=z 0,88 3,63*
1,00 3,63*
30 0,7
. B 40 0,9
2§ 50 1.2
1= o
aEJ 5 60 14
82y 70 1,6
S E Q=
58 :IC: € 80 1,8
5528 E 90 2,1
B o~ 100 2,3
[
< T 110 2,5
%
T o 120 2,8
=)
o 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer

A19, A22, A25 or A29 and saddle washer ESW
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Materials §
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with M1 B
PREMIUM coating Z=
Washer: A16 — aluminum washer with EPDM ring
Componentl:  $280GD, S320GD or S350GD — EN 10346 @
Componentll:  construction wood C24 — EN 14081 ﬁ
£ 16,00 020
Drilling capacity: Z(tnze +t) $2x 1,00 mm
Timber substructures
For timber structures performance assessed with
My,Rk = 8,91 Nm
faxk = 14,408 N/mm? for le; 2 40 mm
wood class .
> C24 Effective length I 40 mm
0,40 0,84*
T 0,50 1,72*
E 0,55 1,72*
2 0,60 1,72*
ke 0,63 1,90*
z 0,70 1,99* ==
~ 0,75 2,69* g 5
o© c C
> 0,88 2,69 s g
1,00 3,107 £ §
” o O
0,40 1,40 s 5
— 0,50 2,53* oo
E 2 2
E 0,55 2,53* T
- L W
= 0,60 2,77* * %
8 0,63 2,77"
i 0,70 2,89*
= 0,75 2,89*
< 0,88 2,89*
1,00 3,63**
30 0,7
LT 40 0,9
T ® 50 1,2
‘E Q.
g 5 60 1,4
8 z ., 70 1,6
T ¢
ageF 80 1,8
Sc3E | 9 2,1
- 2 £
T o 100 2,3
o £
] 110 2,5
% &
T o 120 2,8
£ 0
© 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer

A16

Annex 77

of European
Technical Assessment
ETA-16/0734




Page 82 of European Technical Assessment ETA-16/0734, issued on 29/12/2020

Materials ]
Fastener: carbon steel — SAE1022, quenched, tempered 18 'N-l
and coated: galvanized with PREMIUM gTL@ ,
coating ® %ﬁ —
Washer: A16 — aluminum washer with EPDM ring = !

Linear washer: ELW-Z made of carbon steel — Ro2 =2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506

Component I: $280GD, S$320GD or S350GD — EN 10346

| Component ll:  construction wood C24 — EN 14081

Drilling capacity: Z(tne + 1) £2 x 1,00 mm

Timber substructures
For timber structures performance assessed with

22,00

Myre = 8,91 Nm
faxk = 14,408 N/mm? for los = 40 mm

wood class .
> C24 Effective length les= 40 mm
0,40 0,84*
= 0,50 1,72*
£ 0,55 1,72
Z 0,60 1,72*
8 0,63 1,90%
z 0,70 1,99" - =
e 0,75 2,69* g o
> 0,88 2,69 g 8
1,00 3,10* § §
0,40 3,63 5 %5
_ 0,50 3,63 p o
E 33
£ 0,55 3,63** T
Z 0,60 3,63** %
S 0,63 3,63
z 0,70 3,63+
= 0,75 3,63
z 0,88 3,63**
1,00 3,63**
30 0,7
LT 40 0,9
=8 50 1,2
55 60 1.4
a3, 70 1,6
§2 ¢
35 CF 80 1,8
2 < E E 90 2,1
3o 100 2,3
<5 110 2,5
E 2 120 2,8
° 130 3,0
2140 32

Fastening screws for sandwich panels

Annex 78
Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer of European
A16 and linear washer ELW-Z or ELW-S Technical Assessment

ETA-16/0734
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Materials w
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
PREMIUM coating 3
Washer: A16 — aluminum washer with EPDM ring 2
A
Saddle washer: ESW made of aluminum 4 t = )/
Component I: S280GD, S320GD or S350GD — EN 10346 4 —I % — —
Component li:  construction wood C24 — EN 14081 j«ﬁ
! 3 . "
Drilling capacity: Z(tne + ) €2 x 1,00 mm g > w
Timber substructures ﬁ I«
For timber structures performance assessed with I
My,Rk =8,91 Nm
foek = 14,408 N/mm? for | 2 40 mm
wood class Effective length I 40 mm
0,40 0,84*
T 0,50 1,72*
£ 0,55 1,72*
Z 0,60 1,72*
ke 0,63 1,90
z 0,70 1,99 Tz
= 0,75 2,69 & o
o c C
> 0,88 2,69* g8
1,00 3,10% £§
o o O
0,40 3,63 s %5
= 0,50 3,63 g2
S 3
£ 0,55 3,63 T T
= [
-4 0,60 3,63* * 3
L 0,63 3,63
é 0,70 3,63
% 0,75 3,63
=z 0,88 3,63*
1,00 3,63
30 0,7
¥ 4° 03
=8 50 1,2
é £ 60 1.4
gz, 70 1.6
g e 9
E_ @ ‘1:’ E 80 1,8
sc8E | 9 2.1
Bo* 100 2,3
Q£
<D 110 2,5
% &
S o 120 2,8
£ O
© 130 3,0
2140 3,2
Fastening screws for sandwich panels
9 P Annex 79
Self-drilling screws ESPS-CS2-P 7,0/6,3xL with hexagon head and washer | h°f E;‘X’Pea”
A16 and saddle washer ESW echnical Assessment
ETA-16/0734
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Materials E
Fastener: carbon steel — SAE1022, quenched,

tempered and coated: galvanized with TN i

SUPER PREMIUM coating e
Washer: $19, 822, 825, S29 — stainless steel washer 200 Los

with EPDM ring - T
Component I: S$280GD, S320GD or S350GD - EN 10346

Componentll:  construction wood C24 — EN 14081

L.oo

Drilling capacity: Z(tnz + ty) <2 x 1,00 mm

Timber substructures
For timber structures performance assessed with

My,Rk = 8,91 Nm
faxk = 14,408 N/mm? for Iy 2 40 mm

5,00

wood class .
> C24 Effective length ls2 40 mm
0,40 0,84*
T 0,50 1,72
£ 0,55 1,72
Zz 0,60 1,72
k] 0,63 1,90*
z 0,70 1,99" - =
E 0,75 2,69% § &
> 0,88 2,69* 8 8
1,00 3,10 £ £
: : 8 8
0,40 1,81* 5 %5
T 0,50 3,63 o 9
33
E 0,55 3,63** E E
Z 0,60 3,63* ¥ %
8 0,63 3,63
Z 0,70 3,63
= 0,75 3,63
z 0,88 3,63
1,00 3,63
30 0.7
LT 40 0,9
=g 50 1,2
'E o
S5 60 1,4
S 70 1.6
7]
3 § o= 80 1,8
ScBE 90 2,1
- 8 £
® O 100 2,3
[
<5 110 2,5
%X &
s 120 2,8
E o0
° 130 3,0
2140 32

Fastening screws for sandwich panels

Annex 80
Self-drilling screws ESPS-CS2-SP 7,0/6,3xL with hexagon head and washer of European
$19, §22, S25 or S29 Technical Assessment

ETA-16/0734
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Materials
Fastener: carbon steel — SAE1022, quenched, tempered 8 _
and coated: galvanized with SUPER S n e F\v/
PREMIUM coating §T ]
Washer: $19, 822, S25, 529 - stainless steel washer NSNS —
with EPDM ring ] f .
Linear washer: ELW-Z made of carbon steel — Ry, 2 200 MPa @
and galvanized min. 200 g/m? = N7
ELW-S made of stainless steel A2 - EN ISO %}
3506 %
Componentl:  S280GD, $S320GD or S350GD — EN 10346 L/—\
: / \ e
Component Il:  construction wood C24 — EN 14081 -
Drilling capacity: Z(tnz + 1) <2 x 1,00 mm 4
Timber substructures z
For timber structures performance assessed with
22,00
My,Rk = 8,91 Nm
faxx = 14,408 N/mm? for le 2 40 mm
wog dcglzss Effective length l¢¢= 40 mm
0,40 0,84*
T 0,50 1,72*
E 0,55 1,72*
Z 0,60 1,72*
ke 0,63 1,90*
z 0,70 1,99* ==
= 0,75 2,60% 5 o
> 0,88 2,69 28
1,00 3,10* 8
0,40 3,63** 55
—= 0,50 3,63** p o
£ 2 32
= 0,55 3,63** K &
Z 0,60 3,63** *E
8 0,63 3,63
é 0,70 3,63**
2 0,75 3,63**
=z 0,88 3,63**
1,00 3,63*
30 0,7
. B 40 0,9
25 50 1,2
'E Q.
qE> 5 60 1,4
§ _§ @ 70 1,6
53 g = 80 1,8
scSE 90 2,1
o © £
L) 100 2,3
o £
< T 110 2,5
% @
T o 120 2,8
EO
© 130 3,0
2140 . 3,2
Fastening screws for sandwich panels
9 P Annex 81
Self-drilling screws ESPS-CS2-SP 7,0/6,3xL with hexagon head and washer T hof EILIX)pean t
§19, $22, S25 or S29 and linear washer ELW-Z or ELW-S ec 2_‘?: ” Gsl(s)ggimen
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Materials

Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized with
SUPER PREMIUM coating

Washer: $19, 822, 525, S29 — stainless steel
with EPDM ring

Saddle washer: ESW made of aluminum

Component I: $280GD, $320GD or S350GD —EN 1
Componentll:  construction wood C24 — EN 14081

W

washer ‘

0346

Drilling capacity: Z(tne + 1) $2x1,00 mm

Timber substructures
For timber structures performance assessed with

My,Rk = 8,91 Nm
fack = 14,408 N/mm? for lo 2 40 mm

EXY

SRR

A9
9

S

V=M
EF

wood class .
> C24 Effective length lr2 40 mm
0,40 0,84*
= 0,50 1,72*
£ 0,55 1,72*
Z 0,60 1,72
8 0,63 1,90*
z 0,70 1,99* - =
e 0,75 2,69* § &
> 0,88 2,69* 8 8
1,00 3,107 § §
0,40 3,63 = %
= 0,50 3,63* 28
£ 0,55 3,63 5
2 0,60 3,63 =
8 0,63 3,63
z 0,70 3,63
X 0,75 3,63
z 0,88 3,63
1,00 3,63
30 0,7
= 40 0,9
2§ 50 1,2
'E Q.
g 5 60 1,4
§ 13 p 70 16
258E 80 1,8
S £ S E 90 2,1
T o® 100 2,3
©c D '
S £
£5 110 25
% &
38 120 2,8
E O
© 130 3,0
2140 32

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-SP 7,0/6,3xL with hexagon head and washer

819, S22, S25 or S29 and saddle washer ESW

Annex 82

of European
Technical Assessment
ETA-16/0734
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. 2
Materials &
Fastener: carbon steel — SAE1022, quenched,

tempered and coated: galvanized with f B
SUPER PREMIUM coating ==
Washer: 816 — stainless steel washer with EPDM ring
Component I: S$280GD, S320GD or S350GD — EN 10346
Componentll:  construction wood C24 — EN 14081
&g
Drilling capacity: I(tne + ) =2 x 1,00 mm
Timber substructures
For timber structures performance assessed with
My,Rk = 8,91 Nm
faxk = 14,408 N/mm? for ¢ 2 40 mm
wog %(2:1253 Effective length ler= 40 mm
0,40 0,84*
T 0,50 1,72%
E 0,55 1,72*
Z 0,60 1,72*
8 0,63 1,90%
z 0,70 1,99 ==
= 0,75 2,69* T a
= n 5 §
0,88 2,69 8 a
1,00 3,10 5 §
0,40 1,40* s 5
= 0,50 2,53* p g
€ 2 32
E 0,55 2,53* ®®
= [T
=z 0,60 2,77* * %
k] 0,63 2,77
g 0,70 2,89*
= 0,75 2,89*
=z 0,88 2,89*
1,00 3,63
30 0,7
. B 40 0,9
25 50 1,2
‘é’ [=5
aga 5 60 1,4
g2, 70 1,6
g c8
- g e 80 1,8
558 E 90 2,1
B® o 100 23
=
£ T 110 2,5
% G
S o 120 2,8
£ 0
© 130 3,0
=140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESPS-CS2-SP 6,3/5,5xL with hexagon head and washer

S16

Annex 83

of European
Technical Assessment
ETA-16/0734
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Materials o

Fastener: carbon steel — SAE1022, quenched, tempered _ 0N & AT
and coated: galvanized with SUPER 2 ) . \/
PREMIUM coating ® §§ 9

Washer: $16 — stainless steel washer with EPDM ring ==

Linear washer: ELW-Z made of carbon steel — Ro» 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainless steel A2 — EN ISO
3506 :

Component I: $280GD, $320GD or S350GD - EN 10346
Component ll:  construction wood C24 — EN 14081

Drilling capacity: Z(tne +ty) £2x 1,00 mm

SR

Timber substructures
For timber structures performance assessed with

Myrk = 8,91 Nm 22,00
faxk = 14,408 N/mm? for I = 40 mm

wood class .
>C24 Effective length ler= 40 mm
0,40 0,84*
= 0,50 1,72*
E 0,55 1,72*
Z 0,60 1,72
k<] 0,63 1,90
z 0,70 1,99* - =
= 0.75 2,69" g o
> 0,88 2,69* g g
1,00 3,107 § g
0,40 3,63 - %
= 0,50 3,63 pQ
33
£ 0,55 3,63* = L‘E’
e 0,60 3,63 ol
8 0,63 3,63+
z 0,70 3,63*
= 0,75 3,63
z 0,88 3,63**
1,00 3,63*
30 0,7
5T 40 0.9
= ® 50 1,2
'E’ o
S5 60 14
82, 70 1,6
ccé
SE2F 80 1,8
Z2c8E | 9 2,1
5 28
S o 100 2,3
[
£ 110 2,5
% ©
g8 120 2,8
° 130 3.0
2140 3,2

Fastening screws for sandwich panels

Annex 84
Self-drilling screws ESPS-CS2-SP 7,0/6,3xL with hexagon head and washer of European
516 and linear washer ELW-Z or ELW-S Technical Assessment

ETA-16/0734
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Materials w
Fastener: carbon steel — SAE1022, quenched,

tempered and coated: galvanized with

SUPER PREMIUM coating 2
Washer: S$16 — stainless steel washer with EPDM ring N\

N

Saddle washer: ESW made of aluminum L /\\/
Componentl:  S280GD, S320GD or S350GD — EN 10346 4]

Component ll:  construction wood C24 — EN 14081

TN U
v-M

Drilling capacity: Z(tnz + 1) <2 x 1,00 mm

Timber substructures (( )

For timber structures performance assessed with ~L L
My,Rk = 8,91 Nm

faxk = 14,408 N/mm? for I, = 40 mm

wood class .
>G24 Effective length ler2 40 mm
0,40 0,84*
= 0,50 1,72*
£ 0,55 1,72
Z 0,60 1,72*
8 0,63 1,90%
z 0,70 1,99* ==
= 0,75 2,69* S
4 c C
> 0,88 2,69* g3
1,00 3,10° 5 §
0,40 3,63 5 5
T 0,50 3,63 oo
3 3
£ 0,55 3,63 T
2z 0,60 3,63 * 3
8 0,63 3,63+
Z 0,70 3,63
= 0,75 3,63
z 0,88 3,63*
1,00 3,63
30 0,7
. T 40 0,9
8 50 1,2
é 5 60 1,4
§% 2 70 1,6
2 §eF 80 1,8
S g E E 90 2,1
Bo* 100 2,3
o £
£B 110 2,5
% ©
T o 120 2,8
E o0
° 130 3.0
2140 32
Fastening screws for sandwich panels Annex 85
Self-drilling screws ESPS-CS2-SP 7,0/6,3xL with hexagon head and washer Techgfcgf;fsizigmem
S16 and saddle washer ESW
ETA-16/0734
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(=]
Materials 3
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm) m————
Washer: 219, 222, 725, Z29 - carbon steel washer ﬁ
with EPDM ring T
Component I: $280GD, S320GD or S350GD — EN 10346 @
)
Componentil:  construction wood C24 — EN 14081 - \\—/
2‘
L 13,20
s o L —1 2%
Drilling capacity: - = L= 216,000
Timber substructures 6,50 051 %__
For timber structures performance assessed with =
Myre = 9,66 Nm =
fak = 14,538 N/mm? for I = 40 mm ?
wo; %;I;ass Effective length I 40 mm
0,40 1,60*
= 0,50 2,52*
E 0,55 2,52*
Z 0,60 3,16*
S 0,63 3,16*
g 0,70 3,16* ==
= 0,75 3,16 G &
4 " g c
> 0,88 3,16 E‘ g
1,00 3,16* 5 §
0,40 1,81* 5 %5
— *k ]
= 0,50 3,78 g 5
E 0,55 3,78 T ®
= w
= 0,60 3,78 o
8 0,63 3,78
é 0,70 3,78
= 0,75 3,78
z 0,88 3,78**
1,00 3,78**
30 0,7
=T 40 0,9
iE g 50 1,2
2 5 60 1.4
a2, 70 1,6
328 .
S8 2FE 80 1,8
0Py
S5 g9 = 90 2,1
T o® 100 2,3
o £
<% 110 2,5
3 § 120 2.8
ES 130 3,0
2140 3,2
Fastening screws for sandwich panels
9 P Annex 86

Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer Z19,
222,725 or Z29

of European
Technical Assessment
ETA-16/0734
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Materials -
Fastener: carbon steel — SAE1022, quenched, tempered e
and coated: galvanized (12 pm) N
Washer: 719, 722, 725, Z29 - carbon steel washer with §T =
EPDM ring i
Linear washer:  ELW-Z made of carbon steel — Ro> 2 200 MPa —
and galvanized min. 200 g/m® B
ELW-S made of stainless steel A2 — EN ISO - \ 7
3506 —
Component : S$280GD, S320GD or S350GD — EN 10346 j
Component ll: __construction wood C24 — EN 14081 :
Drilling capacity: - g
Timber substructures %
For timber structures performance assessed with
My gk = 9,66 Nm 22,00
fack= 14,538 N/mm? for les = 40 mm :
wood class .
> C24 Effective length l¢r= 40 mm
0,40 1,60*
= 0,50 2,52*
E 0,55 2,52*
Z 0,60 3,16
S 0,63 3,16
z 0,70 3,16* = =
5 0,75 3,16 g &
14 c c
> 0,88 3,16* g 8
1,00 3,16" &
0,40 3,78 5 =
— ekl (0]
3 0,50 3,78 9_; 5
E 0,55 3,78 T ®
= ' s
= 0,60 3,78™ -
8 0,63 3,78
é 0,70 3,78
% 0,75 3,78**
= 0,88 3,78
1,00 3,78
30 0,7
=T 40 0,9
=‘E g 50 1.2
GE) 5 60 1,4
@2, 70 1,6
828
E_ ] 8 e 80 1,8
S g S E 90 2,1
2 o® 100 2,3
O S
<5 110 2,5
% G
T o 120 2,8
ES 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer Z19,

222, 7225 or Z29 and linear washer ELW-Z or ELW-S

Annex 87

of European
Technical Assessment
ETA-16/0734
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Materials w
Fastener: carbon steel - SAE1022, quenched,

tempered and coated: galvanized (12 pm)
Washer: Z19, Z22, 725, Z29 — carbon steel washer g

with EPDM ring \

\@/
Saddle washer: ESW made of aluminum L ‘ )/
Component I: $280GD, S320GD or S350GD —EN 10346 4 _f
- —,

Componentll:  construction wood C24 ~ EN 14081 E
- = =
Drilling capacity: - E 3 )
Timber substructures -
For timber structures performance assessed with ((l =t
My.rk = 9,66 Nm
faxk = 14,538 N/mm? for lg; 2 40 mm
W°§%§'jss Effective length I 40 mm
0,40 1,60*
= 0,50 2,52
E 0,55 2,52*
Z 0,60 3,16
S 0,63 3,16*
z 0,70 3,16* ol
e 0,75 3,16* g 8
> 0,88 3,16* 88
1,00 316" &5
0,40 3,78* 5 %
= 0,50 3,78 &; g
£ 0,55 3,78 T ®
z 0,60 3,78 &
8 0,63 3,78
£ 0,70 3,78*
= 0,75 3,78*
z 0,88 3,78*
1,00 3,78*
30 0,7
LT 40 0,9
=g 50 1,2
é 5 60 1,4
§ _§ @ 70 1,6
;).'_ s _g 'g' 80 1,8
T g _‘é = 90 21
§ ¥ 100 2,3
<5 110 25
52 120 2,8
€S 130 3.0
2140 3,2
Fastening screws for sandwich panels Annex 88
Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer 219, of European
Z22, 725 or Z29 and saddle washer ESW Technical Assessment
ETA-16/0734
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Materials &
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 um) [ |
Washer: Z16 - carbon steel washer with EPDM ring | 7%
Component | S$280GD, S320GD or S350GD — EN 10346
Componentll:  construction wood C24 — EN 14081
ik 16,00 030
Drilling capacity: - 005 B
6-50—0:21
Timber substructures
For timber structures performance assessed with
My,Rk =9,66 Nm
faxk = 14,538 N/mm? for les = 40 mm 1
wo;) %cz:ljss Effective length ls2 40 mm
0,40 1,60*
= 0,50 2,52¢
i3 0,55 2,52*
Z 0,60 3,16"
8 0,63 3,16*
z 0,70 3,16* z =
~ 0,75 3,16 § 5
¢ - g 5
> 0,88 3,16 g. a
1,00 3,16* 5 §
0,40 1,40 5%
T 0,50 2,63 “.5’ 5
E 0,55 2,63* = &
Z 0,60 2,77 -
8 0,63 2,77*
é 0,70 2,89"
< 0,75 2,89*
Z 0,88 2,89*
1,00 3,78
30 0,7
=T 40 0,9
8 50 1,2
c
S5 60 1,4
§ _§ @ 70 1,6
=8 g = 80 1,8
550 £ 90 2,1
=
§ o™ 100 2,3
<735 110 2,5
3 :J{ 120 2.8
Eg 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer Z16

Annex 89

of European
Technical Assessment
ETA-16/0734
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Materials

Fastener: carbon steel — SAE1022, quenched, tempered
and coated: galvanized (12 pm)

Washer: Z16 — carbon steel washer with EPDM ring

Linear washer: ELW-Z made of carbon steel — Ro2 2 200 MPa
and galvanized min. 200 g/m?
ELW-S made of stainiess steel A2 — EN ISO
3506

Component I: $280GD, $S320GD or S350GD — EN 10346
Componentll:  construction wood C24 — EN 14081

Drilling capacity:

Timber substructures

For timber structures performance assessed with

My,Rk = 9,66 Nm

faxk = 14,538 N/mm? for | = 40 mm

wood class .
> C24 Effective length lgr2 40 mm
0,40 1,60*
= 0,50 2,52*
E 0,55 2,52*
Z 0,60 3,16*
8 0,63 3,16
z 0,70 3,16 - =
- 0,75 3,16 & 5
4 c c
> 0,88 3,16* g g
1,00 3,16* § &
0,40 3,78™ 5 %
—_— Sk (]
= 0,50 3,78 £
£ 0,55 3,78 5 ®
Z 0,60 3,78 Loy
S 0,63 3,78
z 0,70 3,78
E 0,75 3,78
z 0,88 3,78
1,00 3,78*
30 0,7
. Tc’ 40 0,9
g 50 1,2
95 60 14
¢ 2, 70 1.6
829
agSE 80 1,8
552 £ 90 2,1
§ ¥ 100 2,3
£ 110 25
é § 120 2,8
° 130 3,0
2140 32

Fastening screws for sandwich panels

Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer Z16

and linear washer ELW-Z or ELW-S

Annex 90

of European
Technical Assessment
ETA-16/0734
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Materials w
Fastener: carbon steel — SAE1022, quenched,
tempered and coated: galvanized (12 pm)
Washer: Z16 — carbon steel washer with EPDM ring
Saddle washer: ESW made of aluminum 7 N
Component:  S280GD, $320GD or S350GD — EN 10346 L | /\\/
A
Component Il:  construction wood C24 — EN 14081 " n -
= 3 A\
Drilling capacity: - ;E 3 %
Timber substructures %

For timber structures performance assessed with

My,Rk = 9,66 Nm
faxk = 14,538 N/mm? for ler = 40 mm

wog%czzlilss Effective length ler2 40 mm
0,40 1,60
= 0,50 2,52*
£ 0,55 2,52*
2 0,60 3,16*
8 0,63 3,16*
z 0,70 3,16" ==
= 0,75 3,16 T o
4 c C
> 0,88 3,16* g 8
1,00 3,16" 5 &
0,40 3,78 5 5
= 0,50 3,78 0@
1S 5 3
£ 0,55 3,78 =5
2 0,60 3,78 S
8 0,63 3,78%
z 0,70 3,78"
= 0,75 3,78
z 0,88 3,78*
1,00 3,78
30 0,7
LT 40 0,9
<8 50 1,2
c
S5 60 1,4
33, 70 1,6
82 4a
E_ g 8 '-E_' 80 1,8
S g S E 90 2,1
B o* 100 2,3
<35 110 25
s 2 120 2,8
EZ 130 3,0
2140 32
Fastening screws for sandwich panels Annex 91
Self-drilling screws ESTS-0A-Z 6,5xL with hexagon head and washer Z16 Techgifciluz;pszzgment
and saddle washer ESW
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Self-drilling screws ESTS-0A-S 6,5xL with hexagon head and washer $19,

S22, S25 or §29

Materials
Fastener: galvanized stainless steel
Washer: $19, 822, S25, S29 - stainless steel washer T B
with EPDM ring : I
Componentl:  S280GD, S320GD or S350GD — EN 10346 B
Component ll:  construction wood C24 — EN 14081
- . 28
Drilling capacity: - b 219,000%
Timber substructures
For timber structures performance assessed with
My,Rk =9,66 Nm
faxk = 14,538 N/mm? for lss 2 40 mm
wood class .
> C24 Effective length ler= 40 mm
0,40 1,60
= 0,50 2,52*
E 0,55 2,52*
Z 0,60 3,16*
8 0,63 3,16
g 0,70 3,16* = =
= 0,75 3,16 g &
o« c C
> 0,88 3,16 g3
1,00 3,16" § §
0,40 1,81* 5 §
= 0,50 3,78 &; 5
£ 0,55 3,78 T
Z 0,60 3,78 al
ke 0,63 3,78
é 0,70 3,78
P 0,75 3,78*
< 0,88 3,78*
1,00 3,78*
30 0,7
=T 40 0,9
if:‘ 8 50 1,2
GEJ 5 60 1,4
2o 70 1,6
[ =g -
é‘ s “:’ £ 80 1,8
T 5 SE 90 2,1
3 o= 100 2,3
< 110 2,5
s % 120 2,8
E3 130 3,0
2140 3,2
Fastening screws for sandwich panels
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Materials
Fastener:

Washer:

Linear washer:

galvanized stainless steel

819, 8§22, S25, S29 - stainless steel washer

with EPDM ring

ELW-S made of stainless steel A2 — EN ISO

8.00

21,20

3506 -
Component I: S$280GD, S320GD or S350GD - EN 10346 .
Component ll:  construction wood C24 — EN 14081 \—/
Drilling capacity: -
Timber substructures
For timber structures performance assessed with
My,Rk =9,66 Nm
fack = 14,538 N/mm? for e 2 40 mm
22,00
wood class .
> C24 Effective length lg= 40 mm
0,40 1,60*
T 0,50 2,52*
E 0,55 2,52%
Z 0,60 3,16*
8 0,63 3,16*
Z 0,70 3,16* Pl
e 0.75 3,16* g 8
> 0,88 3,16* 8 8
1,00 3,16" g §
0,40 3,78 5 B
= 0,50 3,78** o Q
E *k 2 2
% 0,55 3,78 T
2 0,60 3,78 -
S 0,63 3,78*
i 0,70 3,78
% 0,75 3,78**
= 0,88 3,78**
1,00 3,78**
30 0,7
0 E 40 0,9
iE g 50 1,2
OEJ 5 60 1,4
82 o 70 1,6
[ =g -
a8 eE 80 1,8
5 g S E 90 2,1
8 g,*‘; 100 2,3
<% 110 2,5
32 120 2,8
€3 130 3,0
2140 3,2
Fastening screws for sandwich panels
9 P Annex 93

Self-drilling screws ESTS-0A-S 6,5xL with hexagon head and washer $19,

$22, S25 or $29 and linear washer ELW-S
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Materials
Fastener: galvanized stainless steel W
Washer: S$19, S22, 825, S29 - stainless steel washer

with EPDM ring
Saddle washer: ESW made of aluminum
Component I: S280GD, S320GD or S350GD - EN 10346

Componentll:  construction wood C24 — EN 14081

Drilling capacity: -

Timber substructures
For timber structures performance assessed with

=1L
V=M
&
EF

My,Rk = 9,66 Nm
faxk = 14,538 N/mm? for l¢ = 40 mm

wood class .
> C24 Effective length ls= 40 mm
0,40 1,60*
= 0,50 2,52*
£ 0,55 2,52*
z 0,60 3,16"
8 0,63 3,16*
z 0,70 3,16* roliw
E 0,75 3,16 g 8
> 0,88 3,16 g8
1,00 3,16" § §
0,40 3,78 5%
= 0,50 378" o
E 0,55 3,78 ==
Z 0,60 3,78 k-
S 0,63 3,78
z 0,70 3,78™
E 0,75 3,78**
z 0,88 3,78
1,00 3,78
30 0,7
LT 40 0,9
8 50 1,2
55 60 1.4
gz, 70 16
8§29
25 CF 80 1,8
£ g S E 90 2,1
8 o 100 23
<5 110 2,5
3 :3., 120 2,8
ES 130 3.0
2140 32

Fastening screws for sandwich panels Annex 94
Self-drilling screws ESTS-0A-S 6,5xL with hexagon head and washer $19, eyl
S22, $25 or $29 and saddle washer ESW Technical Assessment
ETA-16/0734
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5,60

Materials
Fastener: galvanized stainless steel
Washer: 816 — stainless steel washer with EPDM ring

Component [ S$280GD, S320GD or S350GD —~ EN 10346
Componentll:  construction wood C24 — EN 14081

+0,20

Drilling capacity: - 16,00 530
Timber substructures
For timber structures performance assessed with
My,Rk = 9,66 Nm
facx= 14,538 N/mm? for It 2 40 mm
wood class .
> 024 Effective length l¢r= 40 mm
0,40 1,60*
= 0,50 2,52*
= 0,55 2,52*
Z 0,60 3,16*
8 0,63 3,16
Zz 0,70 3,16 =T
E 0.75 3,16" s &
> 0,88 3,16* 28
1,00 3,16" g &
0,40 1,40* s %5
T 0,50 2,53* g g
E 0,55 2,53* ]
Z 0,60 2,77* &
kS 0,63 2,77
Z 0,70 2,89*
x 0,75 2,89*
z 0,88 2,89*
1,00 3,78*
30 0,7
T 40 0,9
=8 50 1,2
g5 60 1,4
82 o 70 1,6
S c P
E_ ] GC’ 3 80 1,8
B g S E 90 2,1
2 5" 100 2,3
o C
<35 110 2,5
% &
g8 120 2,8
£3 130 3,0
2140 3,2
Fastening screws for sandwich panels
9 P Annex 95
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Materials -~ ,—\/
Fastener: galvanized stainless steel 2
Washer: $16 — stainless steel washer with EPDM ring ]:@ ﬁ - —
Linear washer: ELW-S made of stainless steel A2 — EN ISO E @
3506 =
Component I: $280GD, S320GD or S350GD — EN 10346
Component il:  construction wood C24 — EN 14081 N
Drilling capacity: -
Timber substructures
For timber structures performance assessed with
My,Rk = 9,66 Nm
faxk = 14,538 N/mm? for ls 2 40 mm
22,00
wood class .
> C24 Effective length lsr2 40 mm
0,40 1,60*
= 0,50 2,52
£ 0,55 2,52*
Z 0,60 3,16*
S 0,63 3,16*
z 0,70 3,16 = =
= 0,75 3,16* 0
o c C
> 0,88 3,16* 23
1,00 3,16" 5
0,40 3,78" - %5
= 0,50 3,78 g
3 32
E 0,55 3,78 =5
Z 0,60 3,78 o
k=] 0,63 3,78
é 0,70 3,78**
2 0,75 3,78**
z 0,88 3,78**
1,00 3,78**
30 0,7
< ? 40 0,9
8 50 1,2
25 60 1,4
82 o 70 1.6
g c =
t—% S :c: c 80 1,8
558 £ 90 2,1
g = 100 2,3
<3 110 2,5
E % 120 2,8
o 130 3.0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESTS-0A-S 6,5xL with hexagon head and washer S16

and linear washer ELW-S
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Materials
Fastener: galvanized stainless steel
Washer: 516 - stainless steel washer with EPDM ring

Saddle washer: ESW made of aluminum

Component I: 8280GD, S320GD or S350GD — EN 10346
Componentll:  construction wood C24 — EN 14081

=
Drilling capacity: - E % W
sy u
Timber substructures 5 >
For timber structures performance assessed with i D
My,Rk = 9,66 Nm
faxk = 14,538 N/mm? for l;; 2 40 mm
wo;) dcczzlzlss Effective length lsr2 40 mm
0,40 1,60*
T 0,50 2,52*
E 0,55 2,52*
Z 0,60 3,16*
8 0,63 3,16*
E 0,70 3,16* = ;
= 0,75 3,16 ]
> 0,88 3,16 88
1,00 3,16" § &
0,40 3,78 s %5
T 0,50 3,78** g e
£ 0,55 3,78 T ®
Z 0,60 3,78" i
8 0,63 3,78"
Z 0,70 3,78
= 0,75 3,78
z 0,88 3,78*
1,00 3,78*
30 0,7
. 40 0,9
T8 50 1,2
o
g5 60 14
§ _§ @ 70 1,6
E_ 8 g 'g 80 1,8
5 5 E £ 90 2,1
§ 2 100 2,3
<35 110 2,5
s g 120 2,8
ES 130 3,0
2140 3,2

Fastening screws for sandwich panels

Self-drilling screws ESTS-0A-S 6,5xL with hexagon head and washer S16

and saddle washer ESW
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1.

Determination of Design Values

Determination of Design Shear Resistance
The determination of the design values of the shear resistance depends on the type of substructure.
For Metal Supporting Substructures the following applies:

The design values Vg4 of the shear resistance are the characteristic values of the shear resistance divided
by the recommended partial safety factor yu = 1,33. The recommended partial safety factor yu should be
used in cases where no value is given in national regulations of the Member State where the fastening
screws are used.

For Timber Supporting Substructures the following applies:

The design values Vrgq of the shear resistance are the characteristic values of the shear resistance
multiplied by kmod according to EN 1995-1-1 Section 8.7 (Screwed connections), Table 3.1, and divided by
the recommended partial safety factor yu = 1,33. If failure of the inner face with the thickness tn2 and not
failure of the timber substructure is the relevant failure mode then kmos = 1,0.

The recommended partial safety factor y» should be used in cases where no value is given in national
regulations of the Member State where the fastening screws are used.

Determination of Design Pull-through, Pull-out and Tension Resistance

The design values of the pull-through resistance are the characteristic values of the pull-through resistance
divided by the recommended partial safety factor y» = 1,33. The recommended partial safety factor yu
should be used in cases where no value is given in national regulations of the Member State where the
fastening screws are used.

The determination of the design values of the pull-out resistance depends on the type of substructure.
For Metal Supporting Substructures the following applies:

The design values of the pull-out resistance are the characteristic values of the pull-out resistance divided
by the recommended partial safety factor y» = 1,33. The recommended partial safety factor y» should be
used in cases where no value is given in national regulations of the Member State where the fastening
screws are used.

For Timber Supporting Substructures the following applies:

The design values of the pull-out resistance are the characteristic values of the pull-out resistance
multiplied by kmod according to EN 1995-1-1 Section 8.7 {Screwed connections), Table 3.1, and divided by
the recommended partial safety factor yn = 1,33. The recommended partial safety factor y M should be
used in cases where no value is given in national regulations of the Member State where the fastening
screws are used.

The design tension resistance NR,d is the minimum value of the design values of either pull-through
resistance or relevant pull-out resistance for the corresponding connection.

Design Resistance in case of combined Tension and Shear Forces (interaction)

In case of combined tension and shear forces the linear interaction formula according to EN 1993-1-3,
section 8.3 (8) or EN 1999-1-4, section 8.1 (7) should be taken into account.

Fastening screws for sandwich panels Annex 98
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